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THE PROBLEM
Determine and study the acoustic and related properties of the sea floor: specif-

ically, predict in situ values of sound velocity, density. and other mass physical properties
of sea floor sediments, and apply these predictions to studies of acoustic models of the
sea floor.

RESULTS

I. This is the third of a three-part report on sound velocity, elasticity, and related
physical properties of marine sediments, North Pacific: this report concerns the correction
of laboratory to in situ values, and the prediction of ih situ values. The methods are
applicable to other areas and sediments.

2. The sediments studied can be assigned to three general sedimentary environ-
ments which are associated with three great physiographic provinces: ( I ) continental
terrace (shelf and slope), (2) deep-water, abyssal plains (turbidites), and (3) abyssal hill
(pelagic). The sediment types and their properties in a given area of the latter two
environments can be predicted with some confidence: detailed sediment charts are re-
quired for the continental-shelf area.

3. The keys to predictions of in sifts properties of marine sediments are knowledge
of:

a. general physiographic provinces and their sedimentary environments.

b. sedimentary processes resulting in certain sediment types within these
environments.

c. laboratory or in sifts values of the mat% physical propertiepof the sediment
types within the environments. znd

d. me'hods of correcting laboratory to in sits value%.

4. The following sediment properties are repoited.

a. Sound I compressional-wave) velocity.

SI) Sound veloity, in deep-sea areas. can he predicted within about I to 2
percent for the sediment surface without any other sediment data (such
as porosity. density. or grain siel. Veltcity in deep-sea areas shoald be
predicted directly rather than predicting porosity or 1ome other prop-
erty from which velocity can be predicted.

(2) Predictkins of velocity in continental-shelf areas ate dependent tn
detailed sediment charts. or some sediment data.

(3) iwo me~tiods of cirrecting laboratory to ss situ velloicity in the ea
flor are:

(a) Correct a laboratory value by applying temperature and pressure
correctkin from laboratory to b sils condiliti ,. using tables for
the speed of sound in seawater. or



(b) The recommended procedure is to multiply the ratio, (velocity in
sediment)/(velocity in seawater), by the velocity in bottom water
in the area of interest; this ratio is the same in the laboratory as
in situ; bottom-water velocities can be easily determined from a
velocity vs. water-depth diagram which is valid over wide areas,
although the numerical values of velocity in the surface sedi-
ment vary with the velocity in bottom water, the ratio remains
the same.

(4) If no sediment data are available for a particular locality, an average
velocity ratio for the environment and expectable sediment type can
be taken from the tables and used for prediction of sediment-surface
velocity.

b. Porosity and density.

(I) Sediment porosity in the laboratory can be considered as the same
in situ. True porosity can be computed from apparent porosity by
making a correction to allow for the amount of dried salt weighed
with dried mineral residues during laboratory procedures; this incre-
ment varies from 0.5 percent in sands to about I percent in high-
porosity silt-clays.

(2) Density in situ is slightly greater than in the laboratory (heavier
water in pore spaces). The correction, at a depth of 6000 m, amounts
to about 0.025 g/cc, and can usually be disregarded as within the
margins of error in laboratory procedures, or insignificant because of
lateral and vertical changes in the sea floor over small areas and
depths.

(3) Empirical corrections are furnished in tables for the above corrections
to porosity and density; they can be applied by inspection.

c. Impedance. or density X (velocity).
In situ values of impedance should be computed after determination of
in situ values of density and velocity.

d. Rayleigh reflection coefficients and bottom loss at normal incidence.

Laboratory values of Rayleigh reflection coefficients and bottom losses at
normal incidence can be used as in situ values because of small differences.
These computed values are close to those measured at sea.

e. Elastic constants.

Using measured values of density and velocity (corrected to situ values),
plus a computed value of the bulk modulus, the other elastic constants can
be computed; these elastic constants include compressibility. rigidity (shear)
modulus. Lame's constant. Poisson's ratio, and velocity of the shear wave.
Numerical examples are given of thee computations for shallow and deep
water.

S. Sound is reflected and refracted by layers within soft sediments, and by rock
layers underlying the sediments. Whether or not a specific layer reflects sound energy
depends on the frequency of the sound wave and properties of the layer. Density and
velocity values ae given for the principal types of layers in the sea floor. these are
terrilnous sediments which may be lithified (or cemented) to form mudstone and
shale. calcareous materials which may form linestone, siliceous sediments which may
form various types of siliceous rocks (including diatomite and chert), and layering due
to volcanic ash and basalt.
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a. The igneous rock, basalt, forms the upper oceanic crust of the earth, but is
also at the sea floor, or just beneath soft sediments over wide areas; conse-
quently, the properties of basalt can be of importance in) underwater
acoustics. A special section is devoted to a discussion of velocity and
density values expectable in oceanic basalts. and a method is proposed for
computing density when velocity is given (as from a seismic refraction
survey).

6. Velocity gradients within sediment bodies.

a. Variations of velocity with depth in sediments are required to compute
true thicknesses of layers, and for certain Studies in underwater acoustics
Velocity gradients usually vary between 0.5 and 2.0 sec' at the sediment
surface and can be considered linear to small depths. Curves of velocity
vs. depth or time are parabolic to greatei depths, and gradients decrease
with increasing depth in thickcr sediments.

b. The present method of determining interval velocities in L:'yers. variations
of velocity with depth or travel time, and velocity gradients, is with
expendable sonobuoys. This technique has yielded much infimation on
these properties in the Atlantic and Pacific. Values determined by the
Lamont-Doherty group are in good agreement with those determined at this
Center and at Scripps Institutioni (reports in preparation): curves, equations.
and values are given in a resume6 of the Lamotit-Dohierty data, and recoin-
mendations are made for their use in lte Pacific.

RECOMMENDATIONS
1To predict in .sils values of' lte miss physical properties of' marine sediments.

layers within sediments, and geoicoustic models of lte sea floor f'or given areas. con-
tinue studies and surveys over a wide spectrum. The fotur most Important are as
follows:

a. Studies of the topography, structure. and present edinient distributions. tit
the sea floor. these allow separation of the sea floor ilt" ph% siographic
provinces and associated environntns iii which certain sediment 1% PCs ate
found.

b. Studies of sedimuentary pricesses which itndicate lte icilicod atid route h%
which present-day sedinitsl arrived at sites of deposition. and indicate lte
areal extent oft these sedintn typei A~ ithn lite etii ntito' a. .abilve,
Suich stutdies allow extapolitmon;. ill tnam cases, of1 data ftot rdat ulvely few
sampling sitos.

c. Studies of lte locaiiun and thicknesses oft reflecting layers. it depth within
sedimtents: these can he determined over larg~e areas. mlttl b) reflectin-
profiling. Reflect ion-profifling also guide% viampling Ispelatloims (Where lte
reflecting layers crop out on the sea flootrl.

d. Studies of the mauss physical properies of seditmients froi wide area%. thies
should continue ito deternte lte paramicets ind stlatmslical varatmumisl ol
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these properties. Both laboratory and in situ measurements should be
made to determine suitable corrections, and to improve present sampling
techniques.

2. Special attention should be drawn to the following recommendations:

a. Strongly support present efforts of the Naval Oceanographic Office to col-
lect data and publish atlases (and revise old atlases) which give information
on the water masses and sea floor.

b. Encourage deep-sea drilling (such as that of the present JOIDES program)-
such efforts are necessary to identify and determine properties of reflecting
layers in the sea floor below coring depths.

c. Accelerate the study of two sediment properties which are important in
understanding the reflection of sound from the sea floor: shear-wave
velocity, and attenuation of compressional waves at various frequencies of
interest in underwater acoustics and geophysics.
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PREFACE

This report is Part III in a series of Technical Publications on sound velocity,
elasticity, and related properties (f marine sediments from three major environments of
the North Pacific: the continental terrace (shelf and slope), abyssal plain (turbidite), and
abyssal hill (pelagic).

Part I (TP 143) dctailed the measurement and computation of mass physical
properties of the sediments, including density, velocity, grain size, impedanct, reflection
coefficients, and bottom loss.

Part 11 (TP 144) presented discussions of elastic and viscoelastic models for
water-saturated porous media, and measurements and computation of elastic constants.

The present report (TP 145) is concerned with predictions and computations of
in situ physical properties.

Through3ut each report, references are made to the other two studies, as
appropriate.

REVERSE SIDE BLANK



INTRODUCTION
This is the third of a three-part report on the methods, techniques, measure-

ments. and computations of mass physical properties of marine sediments from several
major environments in the North Pacific and adjacent areas. Within each of these environ-
ments. data are given for each of the major sediment types. Calcareous uoze is the only
major sediment type not represented in the present study.

In Part I. the following properties and their interrelationships were listed and
discussed: mean and median grain diameters, percentages of sand. silt. and clay, satu.
rated bulk densities, bulk densities of mineral grains. porosities, sound velocities, iinped-
ances, density X (sound velocity) 2 . the ratios: (sound velocity in sediment t/(sound
velocity in seawater), and Rayleigh reflection coefficients and bottom losses at normal
incidence. The data were presented in tables, and their interrelationships were shown in
scatter diagrams and regressions equations.

Part I was concerned with the elastic properties of the sediments, including
elastic models, and measurements and computations of elastic constants and their inter-
relationships with other physical properties. These discussions included compressibility.
bulk modulus, rigidity (shear) modulus, Lam6's constant, Poisson's ratio, density. and
shear- and compressional-wave velocities.

This part of the study is concerned with the predictions of in situ, sea floor
values of those sediment properties discussed in the first two parts. Although the sedi-
ment properties, examples of computations, and tables of this report are related to the
North Pacific and adjacent areas, the methods and techniques of prediction, and correc-
tion of laboratory values to in situ conditions are applicable to other areas and sediments.

It both Parts I and I the values of all properties were for the laboratory at
I atmosphere pressure; where temperature was an important factor, the measurements
were corrected, or referred to 230C.

The geophysicist, geologist, and acoustician speciali/ing in underwater sound re-
quire values of the acoustic properties in situ, and not in the laboratory. There has been
a tendency to assume that values of sound velocity (coipressional-wave velocity) meas-
ured at I atmosphere, and any "room temperature" can be used for in situ values because
temperature and pressure corrections (laboratory to sea floor) will cancel out. This is
true only for specific conditions in the laboratory and the sea floor; otherwise, errors on
the order of I to 5 percent of sound velocity are expectable. There are also changes in
density and elastic properties: consequently, any computat ions involving sound velocity,
elasticity, and related properties of sediments on the sea floor should use in situ values.

rhe empirical relationships between physical properties was discussed in Part I,
and basic, theoretical relationships reported in Part II. This part will be confined to
practical, step-by-step methods of estimating and computing in situ properties of marine
sediments. Each step will be illustrated by numerical examples.

PHYSIOGRAPHIC PROVINCES AND
ASSOCIATED SEDIMENTS

In the North Pacific and adjacent seas there are, ;nt general, the following great
physiographic provinces (figure I):

I. Part of the Pacific Basin, which contains

a. abyssal hills which form about 80 percent of the bottom topography of the
Pacific Basin.

9
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b. large rises and ridges, and chains of islands and seamounts (e.g., the Hawaiian
Ridge. Emperor Seamount Chain, Marcus-Necker Rise, East Pacific Rise),
which are surrounded, in many cases, by

c. aprons of sediment (archipelagic aprons), and

d. abyssalplains which are confined to the northeast part of the North Pacific
Basin adjacent to the North American continent, (e.g., the Alaskan and Tufts
Abyssal Plains in the Gulf of Alaska).

2. Peripheral to the northern part of the Pacific Basin are

a. the great trenches which border much of the basin (e.g., Aleutian Trench,
Kuril-Kamchatka Trench, Japan Trench),

b. the deep basins ("peripheral basins") of the seas adjacent to the Pacific Ocean
(e.g., Aleutian Basin, Okhotsk Basin, Japan Basin). and

c. the continental terrace (continental shelf and slope).

Relatively minor features include the larger seamounts, areas within fracture
zones, and other features which, in generalizing, must be included in larger provinces,
especially when sediment types and properties are the subject of study.

Because this report is concerned with the properties of sediments in the North
Pacific, the general subject of the physiography of the area will not be elaborated: see
Menard (1964) and Horn et al. (1969) for general discussions.

Each of the physiographic provinces noted above forms sedimentary environ-
ments in which distinctive sediment types are apt to be found (the nomenclature and
principal types of these sediments are discussed in Part I). The processes involved in
formir.g these distinctive sediments are complex and are the subject of a vast literature.
't ne construction of sediment charts, and the prediction of sediment types and their prop-
erties in any environment, are dependent on studies of sedimentary processes: conse-
quently such stadies form an important part of the information on which the prediction
of any property is based. The statements above are inserted to answer a question some-
times posed in the field of applied oceanography: what is the connection between basic
research studies of sedimentary processes. and the acoustic properties of sediments?

Sediment sampling in the North Pacific and adjacent areas is now sufficient to
permit generalized charts of surface sediment distributions for the whole area. Recent
examples are by Bezrukov (1960), Shepard (1963). Arrhen ius (1963). Menard 1 1964).
Keller (1968), and Horn et al. (1968, 1969). Newer charts are being prepared by
Arrhenius at Scripps Institution, and in atlases by the U.S. Naval Oceanographic Office.
Detailed charts aie available in many smaller areas.

On continental shelves, the sediment types range front sands and gravels to
silty clays: they include a full range of mixtures of these end types. The placement of
these sediments on continental shelves includes all sedimenatry processes: transportation
and reworking of mineral and biogenous particles by waves and currents, deposition of
individual particles, vertically, through the overlying water column I"pelagic sedimenta-
tion"). sediments deposited from turbidity currents moving along the sea floor to form
"turbidites." slumping and sliding on the steeper slopes, and other processes. The types
of sediments on the continental shelf are apt to change drastically over small areas. both
horizontally and vertically: consequently. prediction, in detail, of a sediment type within
a given locality is heavily dependent on actual sampling or on detailed. accurate sediment
charts (for surface sediment types). and on acoustic reflection or borings (to determine
the thicknesses of surficial and buried layers).
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The sediments on continental slopes are dominantly mitures of silt-clay sizes.
In the simples of this study no distinction could be made between the important mass
physical properties of these fine-grained sediments and those of the same type on the
continental shelf: consequently, sediments from the shelf and slope were placed in the
same environmental category: "Continental Terrace (Shelf and Slope)." The few island
shelf and slope samples were placed in this "Terrace" category. It is probable that future
studies will indicate that the sands, silts, and clays of the narrow shelves and slopes of
islands can be placed in the Terrace category (which could then be renamed "Continental
and Island: Shelf and Slope").

Sediments deposited from turbidity currents (turbidites) cover rough topography
and form flat areas of the sea floor. Turbidites are normally expectable in basins within
the continental terrace. in the flat floors of the peripheral basins (i.e., Aleutian, Okhotsk,
and other basins), the great trenches, and in deep.water abyssal plains. Turbidity currents,
apparently, have not been active in the peripheral basins and deep abyssal plains since the
Pleistocene, because most of these areas are covered by a thin (a few centimeters) layer
of "red" clay. Below the sediment surface in these areas, thin lenses and layers of sand,
silty sand, sandy silt, and coarse silt are usually intercalated between thicker layers of
greenish-gray, higher-porosity silty clay, clayey silt, and clay. Layers of volcanic ash are
common in sediments adjacent to volcanic areas. Prediction of sediment types and their
properties is. however, usually easier than on the shelf- especially in the floors of abyssal
plains which are distant from land. Predictions of properties of turbidites in basins in the
continental terrace (e.g.. the San Diego Trough). or in abyssal plains close to continental
areas (e.g.. the Tyrrhenian Abyssal Plain: Kermabon et al, 1969), can be as difficult as
for shelf sediments. In both cases the difficulty is due to the vertical and lateral variations
in sediment types and properties.

In this report. the deep-water turbidites are placed in the same environmental
category, "Deep-Water, Abyssal Plain (Turbidite)." which includes samples from the
abyssal plains of the peripheral basins (including the Aleutian, Okhotsk, Japan, South
China. Celebes, and Sulu Basins), and the floors of the deep trenches around the margins
of the Pacific Basin (including the Japan and Middle America (Mexico) Trenches).

The category "Deep-water, Abyssal Plain (Tumbidite) Environment," as used in
this paper, requires some discussion. All of the samples from this environment are either
from deep trench floors or from the central parts of the deep, flat basins of the seas peri-
pheral to the Pacific Basin - for example, the Aleutian Basin (Bering Sea), and the Japan
Basin (Japan Sea). In these areas, the sediment surface is usually a high-porosity, fine-
grained silt-clay, overlying buried layers of sand-silt (including volcanic ash). Because the
samples reported herein are from the upper 30 cm. these coarser-grained, higher-velocity
layers are not adequately represented (statistically). The properties of these layers will be
the subject of a special section. However, the number of high-porosity samples allows
comparisons with the high-porosity sediments from the other environments (see Parts I
and III,

In the abyssal-hill environment, the common sediment types are few, and are
ptedictable over very wide areas. In the North Pacific. the common sediment type is
silty clay or clay (deep-sea, "red" clay). After comparison, samples from distal ends of
aprons around ancient and modern islands ("archipelagic apron,") were included in the
"Abysal-Hill (Pelagic)" environment.

In summary. three general sedimentary environments (or provinces) are included
in this report:

I. ContbnentaI Tumvc' (, S lf and Slripej. including the shelves and slopes around
islands.
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2. Deep- Water, Abyssal Plain (Turbidite), abbreviated to "Abyssal Plain (Turbi-
dite)," including the floors of the basins of the seas adjacent to the Pacific Basin, the
floors of the deep trenches, and the deep, abyssal plains in the Pacific Basin. The shelves
and slopes around the flat floors of the peripheral basins fall into category I.

3. Abyssal Hill (Pelagic), including the silt-clays ("red clays") of the abyssal hills
and the distal ends of archipelagic aprons.

To make this part more useful, the tables from Parts I and II are included as
Tables A-I to A-4.* The sediment properties reported in these tables are from the sedi-
ment "surface" (0 to 30 cm).

It should be noted that the sediment samples, measurements, and discussions in
Parts I and II did not include calcareous "ooze", which is not a common sediment in the
North Pacific (north of the equatorial, calcareous area). Reports by Horn, et al. f 1968a)
and Schreiber (1968a) included calcareous sediments from the Atlantic and adjacent seas.
Table 8 lists some representative properties of calcareous sediments.

The general surface sediment types and their properties in a given area can be
predicted with some confidence. However, it is important to realize that below the sedi-
ment surface, in many areas, there are layers of volcanic ash and sand-silt of higher
density and velocity which may be of more importance in determining reflection charac-
teristics and intervalhelocities than the (usually) softer, overlying materials. In the
absence of surveys and sampling, the detailed thicknesses, locations, and properties of
these various layers within the sediment body cannot, at this time, be predicted with
assurance. It can. however, be predicted that layering from denosition of volcanic
materials will be present in some areas, and that layers of silt, or even sand. will be prt~s-
ent in an abyssal plain or trench floor, deposited by turbidity currents. For the North
Pacific, those areas in which such layering can be expected are illustrated in figure I. The
presence and extent of these layers is based on coring data. on acoustic.,enlection surveys
which revealed the actual presence of layering, and on a knowledge of sedimentary pr.
cesses which allow the extrapolation of these data within the various physioigraphic
provinces. The data of figure I were derived from the following sources (mostly, recent
reports with numerous references to carleir wurk)1:

i. North Pacific Basin and surrounding trenches: Ilorn rt # (9I6 a% : baed on
core analysis from Lamonl-Doherty Geological Observatory.

2. Pacific Basin and adjacent areas: Menard ( 19641.

3. tMsutiat' Basin (Bering S I: Ewinge ar t. (1965). Scholl er at. (I Q l.

4. Okloitsk Basin and adjacent areas. ftlrukov 0190).

5. Japan Basin: KovylinetIW. 11 %6), tildeeurs. A11969).

6. South Chind Basin: Ludwict. h1967).

7. Sulu and (elebes Samos: Krause (I6).

8. Trenches: Hudey ( 190. usher ( 1961 I. ,hir (1964). R,,and ,hiv 1195).
Ludwgi t. #L 1966).

*TbII$mut the pot. I*k nmvmrin pcvWd b the kikv A frcr to tabt, t1w Appcadi.
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9. Abyssal Plains, Gulf of Alaska: Hurley (1960), Nayudu and Enbysk (1964),
Hamilton (1967), McManus (1967).

10. Hawaiian area: Hamilton (1957), Moberley and McCoy (1966), Schreiber
(1968b). Lair and Sanko (1968).

11. Unpublished acoustic reflection data from Scripps Institution and the Naval
Undersea Research and Development Center (formerly Navy Electronics Laboratory).

PREDICTION OF IN SITU MASS
PHYSICAL PROPERTIES

Introduction

There is now enough information on sea-floor sediments in the various larger
environments to allow, in the absence of specific data, reasonable predictions of several
properties of importance in geophysical and acoustic studies. The keys to predictions of
in situ properties of marine sediments are knowledge of:

I. general physiographic provinces and their sedimentary environments,

2. sedimentary processes resulting in certain sediment types (horizontally and
vertically) within these environments,

3. laboratory or in Wu values of the mass physical properties of the sediment types
within the environments, and

4. methods of correcting laboratory to in situ values.

In the absence of specific sediment data for a given locality, the general method
of prediction is as follows:

I. Predict the physiographic province with the aW of physioraphic province charts,
such as that of f'iure 1. or those of Horn etal (1969), Menard (1964), Heeze era
(19S9). or the atlases of the Naval Oceanographic Office (eg.. Publication No. 700,
Section V . N. Atbntic): physiographic provinces can t hIo be deduced from bathymetric
charts.

2. Predict the sedimentary -novirnne and sediment type. a sediment chart should
be used when available (thus obviating step I above); sAch charts employ sediment sam-
pies. and extrapolation of the smpled types areally, within the sedimentary environ.
ments formed by the phy pographic provincs; this type of extrapolation is band on a
knowledge of sedimentary procems,

3. Predict the laboratory value of the desired property; sound velocity muld be
predicted directly rather than predicting d masly, porosity, or other property, and then
using this property as an index to velocity, and

4. Correct the laboratory value to hi jitu comitons.
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The preceding method, or sequence of predictions, reflects the present state-of-
the-art. The measurement of sediment mass physical properties in situ from deep-diving
submersibles, by divers, by remotely-controlled vehicles and devices, or by remote means
is well underway, but, at present, is not sufficient to obviate the use of laboratory data.
In the future (several years from now) charts of many areas of interest will display mass
properties of the sediment body (horizontally and vertically) which were measured in situ.
These charts will still be based on items I and 2 above (extrapolation of known data
within physiographic provinces and sediment types), but for some properties it will not
be necessary to use corrected laboratory values.

When no sediment-property data are available for a specific locality (3, above),
the laboratory, average, value of the desired property should be taken from an appro-
priate table for the estimated province or environment, and sediment type. Tables A-I
and A-2 are reproduced from Part I of this report, these tables are summaries of the
laboratory, average values for various mass physical properties of sea-floor sediments for
the general environments of the North Pacific; both shallow and deep-water sediments
are included. The tables can be used as bases for predicting these values, in situ, for
given environments and sediment types in the North Pacific when no data are otherwise
available. Similar data (in the form of diagrams) for the North Atlantic and adjacent
areas can be found in Horn et al. (1968a) and Schreiber (1968a); and for parts of the deep
Pacific in Horn et al. (I 968e), and Schreiber (I 968b).

When one is given sediment samples, or reports which list mass physical prop-
erties for a given locality, the available data can be used to enter empirical diagrams and
equations which interrelate various mass properties and to derive laboratory values for
those properties not measured or listed. In Part I of this report the empirical interrela-
tionships between mass physical properties were presented in three forms: (I) scatter
diagrams illustrating the relationships between two given properties, (2) regression
equations (Part I. Appendix B) for the illustrated data, and (3) in tables listing the arith-
metic mean (or average) and standard errors of the mean, for the properties of each sedi-
ment type within the three larger environments. Appendix A, Part I, includes discussions
of the best empirical relationshipsand best entries into the data to arrive at various sedi-
ment properties. Additional data of a similar nature, for the deep North Pacific, are in
Horn el al. (1968e) and Schreiber (I 968b).

The use of laboratory values of sediment properties to get predicted in situ
values is the subject of the remainder of this report.

Some of the mass physical properties of surficial sediments (0 to 30 cm depth)
can be assumed to be the same in the'laboratory as they are in siru: in this class ar grain.
size analyses (e.g., mean grain diameter, percentages of sand, silt, and clay sizes), porosity
(mlt.free), bulk density of mineral grains, and the ratio: velocity in sediment/velocity in
seawater (to be discussed in detail later). Sufficiently different to require corrections
from laboratory to in situ are saturated bulk density of the mineral.water system, sedi-
ment sound velocity (compresuional wave), impedance (product of density and velocity).
density X (velocity)3, and all of the elastic properties, Approximately the same. ind
sufficiently close so that laboratory and iR situ values can be used intercharneably, are
Raykeih reflection coefficients and bottom losses (dB) at normal incidence (which were
computed and discused in Par I). Consequently, the sections below will include only
those properties requvng correct ions.

In addition to laboratory adiment properties, information is required before
bt tu sedimnent properties can be predicted. these are: sound velocity. density, and
alinity of the seawater at the water-sediment interface. Useful. but not required if these
water prope-ties are known, are temperature and pressr of the water just above the sea
floor. If a pIticular study requires sediment sound veloities ova an wae where tupo-
graphic relief is appreciable. the invetiiator should have a table or profide of sound velo-
city vs, depth in the water column (etg.. table I. fiure 2). and a contoured chart of the
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sea floor: information is needed, also, to convert echo-sounder depths to true depths.
The sources of this information anid its uses to derive properties of seawater will be dis-
cussed in connect ion with those sediment properties requiring it for ill situ corrections.

TABLE 1. VARIATIONS OF PROPERTIES OF SEAWATER WITH DEPTH,
CENTRAL PACIFIC*

Depth Temp Salinity Pressure Sound Speed Density
(Mn) (0c) (ppt) (kg/cm2 ) (rn/sec) (g/cc)

200 20 3.60 207.61 1491.1 1.03708

3000 1.7 34.67 311.60 1507.0 1.04174

3500 1.5 34.68 363.76 1515.1 1.04402

4000 1.5 34.68 416.04 1523.9 1.04625

4500 1.5 34.68 468.43 1532.7 1.04847

5000 1.5 34.69 520.93 1541.7 1.05069

5500 1.5 34.69 573.54 1550.7 1.05287

6000 1.5 34.69 626.26 1559.8 1.05504

Notes:

1. Temperature from Defant (1961also in NAVOCEANO SP-68. Table 7) and
Barbee (1965).

2. Salinity from Barbee (1965).

3. Pressure from Wilson (1959) for 35.0 ppt, eC.

4. Sound speed: entering tables for speed of sound in stawateir (NAVOCEANO
SP-58 or SF458) with tempera ture. sainity. and pressure data indicated.

S. Deuty (~~):reciprocal of spesifl volume, iss itu. computed from H.O. 614

(Lalond. 195S1. smne tables in NAVOCEANO SP-68).

Sound Velocity
When a sediment sample is removed from the sufaice of the sea nooi to the

laboratory. the salinity of water within the pore "pace remains the smne. and the only
chanes (disegarding possible dluturbanch, to sediment structure) are in temperature and
pressure. LAughion (1954. 1957) demonstrated, by laboratory tests. that sound-velocity
dtanps in saturated sediment due to hydrostatic pressure were about the same as in sea-
water. Shurnway ( 1958) demonstrated that velocity changs in saturated sediment
(artifiial and natural marine) due to temperature changes were aboast the same as in
seawater. Hamiton (1963) measured sound velocity i stru from a deep submersible and
in the laboratory from cores taken at the site of the to st measurements and concluded
that laboratory measurements could be corrected to i siu by applying full cort" ions
fat temperature anid presue in the laboratory to the temperture and pressure e situ.
usig tables for the speed of sound in seawater.
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These findings allow two approaches in correcting laboratory values of sediment
sound velocity to sea-floor values: (1) correct the laboratory value to in situ conditions
by applying full corrections for temperature and pressure, using tables for the speed of
sound in seawater (NAVOCEANO SP 58 or 68), or (2) use the ratio: sound velocity in
sediment/sound velocity in seawater. The latter method is better. To understand the
utility of this ratio, imagine that a unit volume of water adjacent to the sea floor, and a
unit volume of water.saturated sediment from just below the water-sediment interface.
are transported from the sea floor to the laboratory. The salinity of the bottom water is
about the same as that within the pore spaces of the sediment (see discussion, Part I), and
does not change from in situ to laboratory; therefore, the only changes in sound velocity
in the bottom water and pore water are due to temperature and pressure changes. The
effects of pressure and temperature changes on velocity in the minerals in the sediment
are insignificant. This means that both water and sediment velocities can be corrected
from laboratory to in situ by making the same corrections for temperoture and pressure
which are derived from tables for the speed of sound in seawater, and that the ratio will
be the same in the laboratory as in situ; this was proved experimentally by measurements
made from the bathyscaph TRIESTE (Hamilton, 1963) and the submersible, DEEPSTAR
(partly in Hamilton et al.. 1969).

All the samples of this report were corrected to 230C by using the Tables for the
Speed of Sound in Sea Water (NAVO( EANO SP-58, 1962): the pressure in the laboratory
is I atmosphere. Therefore, to obtain the ratio, sound velocity in the sediment/sound
velocity in seawater, one need only divide the laboratory sediment velocity by the sound
speed in seawater at 23"C, I atmosphere. and the appropriate salinity. The only variable
in the seawater speed is salinity.

There is little variation in the salinity of bottom water in the deep, open oceans.
For example, in the deep Central Pacific. bottom-watei salinities generally vary between
34.65 and 34.70 ppt with an average value of about 34.69 ppt IDefant. 1961: Barbee,
1965). Bottom-water salinities off San Diego are about 33.5 ppt at 10 m. and about
34.5 ppt in the San Diego Trough at 1000 m. Given the same temperature and precsure.
these small variations in bottom-water salinity result in very small variations in sound
speed in the bottom water. Table 2 lists sound speeds and densities of seawater at 230C.
I atmosphere pressure, and various salinities. The small variations of sound velocity in
seawater due to salinity variations make computations of the ratio (velocity in sediment/
velocity in seawater) simple and valid, even when the salinity of bottom-water, or pore
water, is not known for a specific sample. and an estimate must be used which has been
derived from tabulated data (as in table 2). atlases, or textbooks. If the sediment velocity
is measured at. or referred to. other than 23°C. the seawater sound speed can be computed
from tables for I atmosphere pressure. the selected salinity. and the appropriale tempera-
lure. For sediments from the deep Central Pacific Basin. (it 23Y). the velocity value for
34.69 ppt liable 2) can be usted with negligible error.

Scatter diagrams of the ratio vs. various other properties can be used to deter.
mine the ratio, but the best way to obtain this useful properly is to determite the sedi.
ment sound velocity in the laboratory at a known temperature by measurem1ent, of by
entry into diqrams or equations and divide by the appropriate speed for seawater.

Having determined a value (or the ratio, the ie situ velocity in the suclace of the
sea lnir is the product of the ratio and the bottomvwater velocity. thi "ratio methud"
is best because owvr any larger area of the sea floor the sediment velocity will change with
the bottom-water Wlocity (which changes beutue of pressure and temperature effecu.
as water depth varies). It is simple, easy, and accurate to pick off the bottom-water
velocity from a velocitydepth curve for the water mass at any given, true. water depth.
A single vekcitydepth profile. establislhed by a Nansen cast or other means, will estab.
lish velocity.deplh relations over very gteal areas for depth% too great ts he affected by
seamwial changas in surface waters. Fil example. a "in'.le Such pr-filk in madlatitudis in
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TABLE 2. DENSITY AND SOUND SPEED IN SEAWATER AT VARIOUS SALINITIES,
AND AT 230C, AND I ATMOSPHEREf PRESSURE

Salinity Density Sound Speed
(ppt) (g/cc) (m/sec)

33.00 1.02244 1527.7

33.50 1.02282 1528.3

34.00 1.02320 1528.9

34.50 1.02358 1529.4

34.69 1.02372 1529.7

35.00 1.02395 1530.0

*Notes:

1. Density: "Sigma-t" at 2A0 and indicated %aimity
IJ..alond, 193 1.Table X).

2. Sound speed: entering tables for the speed of sound
in sewater (NAVOCEANO SP-58 or SP-68) at 23*C'
1 atmosphere presu.re f 1.03 kg/cm2 ). and indicated
sminity.

3. Salinity of 34.69 ppt is shown because it is a repreenta-
live value for Central Pacilic bottom water.

the Central Pacific can be used with negligible erro.- over most of the deep Central
Pacific. For those who cannot easily get such profiles for an area of interest. they can be
constructed by entering tables lor the speed of sound in seawater (NAVOCEANO. 1962.
of 1966) using temperature. pressure. and stlinity information from an atlas, report. or
textbook (eg.. Defant. 1961 lv. I). Figure 2. for the Central Pacific. was constructed
from the last source.

In determining the bottom-water velocity from a velocity-vs..depth profile for
the water column. a true depth. and not an echo-.ounder depth. is needed. Most echo-
sounders in United States oceanographic and Navy vessels are set at a water speed of
48MO ft/sec (1463 isec' the depths and contours printed on almost all official charts
(Navy and C&GS) are echo-sounder dept.;s. which are shallower than the true depths and
must be corrected accordingly.

Two methods are currently used to correct echo-sounder to true depths:
(I) by using a correct ion diagram for a part icular are which is derived from Nansen cast

data or (2) by making the correction from Mathews' Tables (NAVOCEANO SP-68.
table I I). Although Mathews' tables wert published in 1939. they are surprisingly
accurate to comparison with the large amounts of recent data An example of a diagprm,
with depths in meters, which can be used in the frt method is given in figure 3 Mfom
kIshe. 1967) for an area off Hawaii. Figue 4. shwingl depths in fathoms, is a similar
diagram for the same geneal area. baned ion Nansen cast taken from RNV CARNEGIE
in the 1930's. Although both fres are close. Sels sdiepr should be moie accurate
bevause it was based on more data. Eithet diagprm con be used with negligible errois
imet most of the Cenital Paific Because of local interest, figure S. showing depth cot.
retinons for the San Diego Troullh. is included. as is a table (table A-6) linitug variou
properties of the water column vs. deph for the sam area. The diagram and tabe awe
accurate below the depths of sesonal changs in the upper waters.
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Figure 3. Correction to echo-sounder depth (m) to obtain true
depth, Hawaiian area. (Belsh, 1967)

The following outline summarizes, step by step, the procedure discussed above,
and in preceding sections, to determine the in situ sound velocity at the sediment surface
( V.); computations tor specific examples are given for both the "ratio method" and
"laboratory-correction methoo."

A. To get sediment-,urface sound velocity, in situ (V0 ); assuming no information
concerning sediment properties (using the ratio method).

I. Determine sedimentary environment or province; e.g., abyssal hill (pelagic),
continental terrace (shelf and slop.).
Example. Location places the area in the "Abyssal Hill (Pelagic)"
environment,

2. Predict the sediment type within th. environment.
Example: Table A-2 lists sediment properties for the abyssal hill (pelagic)
environment; select the most common sediment type: silty clay (deep-sea
"red" clay).
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3. Determine the average ratio (Vp sediment/Vp seawater) for the sediment
type within the environment.
Example: Table A-2 lists the average ratio for silty clay in the abyssal hill
(pelagic) environment as 0.985.

4. Determine the true w"ter depth in meters.
Example: the echo-sounder dep!h is 2658 fathoms, to correct to true
depth:

a. use NAVOCEANO SP.68, from Matthews (1939); the area is neAr
Hawaii, which places it in Area 42 (p. 67).

b. Table I lb, p. 93, Area 42: for an echo-sounder depth of 2658 fathoms,
the correction is 76 fathoms (interpolated between 2600 and 2700 in
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the column headed "800," which means an echo-sounder set for 800
fathorns/sec, or 4800 feet/sec.

c. true depth is 2658 plus 76: 2734 fathoms.
d. convert to true depth in meters (from a table or by thie conversion:

I fathom =1.8288 in); 273401 288) z=5000 mn.

Note: For this particular area a s~ightly more accurate correction could be
obtained from Belsh (1967) which was based on recent multiple
Nansen casts; figure 3 indicates the correction to be about 132 m,
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rather than 139 m, obtained from NAVOCEANO SP-68; the example
used SP-68 because more accurate correction curves are not usually
available for a desired area.

5. Determine sound velocity in the bottom water at the true depth from:

a. Profile of velocity vs. depth-in-water based on nearest Nansen cast (may
need to extrapolate curve to desired depth).

b. Profile of velocity vs. depth constructed from temperature, pressure,
and salinity information for the general area from an atlas, repurt, or
textbook, and tables for the speed of sound in seawater.

(1) Example: A velocity-vs.-depth profile for the area was constructed
from temperature, pressure, and salinity data in Defant ( 961,
v. 1) and Barbee (1965), and sound-speed tables in NAVOCEANO
SP-58 or 68 (fig. 2).

(2) At a true depth of 5000 m (fig. 2) the water velocity (or bottom-
water velocity) is 1542 m/sec.

6. Determine the sediment velocity, in situ, by multiplying the ratio (3,
above) by the bottom-water velocity (5, above).

a. Example: sediment-surface sound velocity, in situ (Vo) = 0.985(1542) =

1519 m/sec.

Having determined the ratio and attained a velocity-vs.-depth profile for the
water column, the investigatof is able to compute a sediment-surface velocity anywhere in
the general urea (with the aid of a contoured chart of the bottom) by determining the
bottom-water velocity at the indicated depth and applying the ratio (which will hold over
the area if the sediment type is the same). The key, of course, is that on top of a hill or
in a depression both the bottom water and the sediment change in velocity, but the ratio
remains the same.

B. To determine the sediment-surface sound velocity (same example as in A),
in situ (VO); assuming no information concerning sediment properties
(correct ion-to-laboratory-velocity method).

I. and 2. Determine the sedimentary environment, or province, and
sediment type.
Example: Same as in A., I and 2, above: abyssal hill (pelagic): use the
most common sediment type, silty clay.

3. Determine the laboratory sound velocity at a specific temperature and
I atmosphere pressure.
Example: Table A-2 lists 1507 m/sec for abyssal hill (pelagic) silty clay
at 23 0 C and I atmosphere pressure.

4. Determine the true water depth in meters.
Example: As above (A.,4.): 5000 m.

5. Determine temperature and pressure, in situ, of the bottom water in the
area of interest; use specific data if available; if not, from general tables or
figures.
Example: at 5000 m in the Central Pacific

a. Temperature: i.56C. (Barbee, 1965): NAVOCEANO SP-68 (table 7,
p. 60) has temperature vs. depth to 4000 m (from Detant. 1961).
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b. Pressure:
(1) NAVOCEANO SP-68, figure 4, p. 46: pressure at 5000 m

5000(0.10395) = 519.8 kg/cm2 .

(2) Wilson (1959) has published a set of tables of pressure vs. depth
at various salinities and temperatures; those for salinities of 34
and 35 ppt are included in table A-5. For' the deep Central
Pacific, the nearest table is that for 35 ppt and O°C (table A-5b).
For the San Diego Trough, one would use table A-5a (for a
salinity of 34 ppt and 100C).

6. Correct laboratory sediment velocity to in situ velocity.
Example (using tables for the speed of sound in seawater:
NAVOCEANO SP-58, or table 12 in SP-68):
(I) Temperature correction (SP-58, table 5; SP-68, table 12E)

AV, at 230C ---- +80.7 m/sec

AVt at 1.5°C ---- + 6.8

Difference (to be subtracted): 73.9 m/sec
(2) Pressure correction

AV at I atmosphere (1.03 kg/cm2 ) -- 0.2 m/sec

AV at 519.8kg/cm 86.2

Difference (to be added) 86 m/sec

(3) Computation of in situ sediment velocity

laboratory velocity, 23°C, I atmosphere -- 1507 m/sec

AVr  .74

AV ------ +86

in situ velocity.. ...------ 1519 m/sec

Notes: 1. AVO at various pressures can be determined from NAVO-
CEANO SP-58 (table 1) or SP.68 (table 12A) by subtracting
the velocity for V0 + Vp at 1.03 kg/cm2 (I atmosphere pres-
sure) from the indicated value for the it situ pressure.

2, Table 2, NAVOCEANO SP-58,or table 12B (SP-68), lists V0
(water) corrected for changes in depth (VO + V,) with pres-P
sures derived assuming VC and 35 ppt; for more precise values,
table I (SP-58) of 12A (SP-68) can be entered with a known
pressure, or one derived from Wilson's (1959) pressure tables.

Although it is not claimed that the data for the North Pacific sediment types
have universal application, it is probable that the various averaged values will be close to
similar sediment types in other oceans. For example. Houtz and Ewing (1964) reported
wide-angle reflection measurements of in situ sediment.surface velocities at four stations
in the western Atlantic (Stations 4.5 .8, and II). Three of these (Stas. 4, 5, and 8) were
probably in pelagic silt-clay; the average measured velocity in the sediment surface was
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1522 m/sec. The "ratio method" of predicting sediment sound velocity in situ was

applied to these areas as follows:

I. Water depth was determined from Houtz and Ewing (1964; table IV).

2. Bottom-water velocity at the correct depths was determined from NAVOCEANO
TR-171 (1965; Region 11-2, Summer: fig. 9, p. 17).

3. The ratio (velocity sediment/velocity water) for Pacific abyssal-hill silty clay
(0.985) was multiplied by the bottom-water velocity at each station; the result-
ing average, predicted sediment velocity for the three stations was 1529 m/sec,
or 7 m/sec (about 0.5 percent) greater than measured by Houtz and Ewing
(1522 m/sec).

Porosity

The porosity of sediments in the sea floor is very slightly greater than in the
laboratory because of the effect of hydrostatic pressure in reducing the volume of min-
eral grains. This increase is so small that it can be disregarded: it amounts to less than
0.001 percent for minerals and porosities usually encountered at pressures around
1000 kg/cm2 (depths about 9500 m). Although true porosities do not require corrections
from laboratory to in situ values, most published lIboratory values require corrections to
obtain true porosities. The literature values requiring corrections include water contents
(percent of dry weight) and bulk densities of mineral grains ("dry density") from which
porosities can be computed. These corrections involve allowance for the weight of dried
salts oven-evaporated from the seawater within sediment pore-spaces and weighed with
the dried, mineral solids during laboratory sediment analyses. The salt correction to
porosity is small, but should be made when iaboratory procedures are precise, especially
when porosity is to be used in computations of elastic constants.

In a saturated sediment, the volume of voids (or pore space) occupied by water
is expressed as porosity, n, or void ratio, e (more common in the literature of soil
mechanics):

Volume of voids V
Total volume I + r

Volume of voids _n

Volume of solids I-.n

Porosity is usually expressed in percent, and void ratio as a decimal fraction.
The causes of porosity in marine sediments and the interrelations of porosity

with other properties were discussed in Part I. Average values are in tables A. and A-2.
Porosity is usually computed assuming that I gram of oven-evaporated water

equals I cc (true for distilled water at room temperatures when density is rounded to the
second decimal place). Thus. por)sity. in the usual laboratory computations, is equal to
the weight of evaporated water divided by the volume of saturated sediment: the resulting
value is usually listed without correction for the dried salts weighed with the mineral
residue. This correction amounts to an increment to porosity varying, according to
porosity, from 0.5 to I percent. Because porosity has an important influence on the
acoustic and elastic properties of marine sediments, the salt correction should be nude:
three methods are detailed below.
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Given: ( I ) salinity of pore water (use salinity of bottom water), (2) weight of
oven-evaporated water, (3) weight of dried minerals (with salt),
(4) temperature at time of weighing wet sediment.

A. Volume-of-seawater method.

I. Weight of seawater = weight of evaporated water
I -(salinity, ppt)

Note: "(salinity, ppt)" for water salinity of 35 ppt = I1 = 0.0351000

I - (salinity, ppt) = 1.0 -0.035 = 0.965.

2. Volume of seawater = wt. of seawater
density of seawater, I atmos., lab temp.

3. P volume of seawater
Porosity total volume of saturated sample

Note: in a unit volume (I cc), porosity is equal to the volume of seawater.

B. Volume-of-solids method: given a measured or assumed value for bulk density
of solids.

I. Determine weight of seawater (A., I., above).

2. Weight of salt = wt. of seawater - wt. evaporated water.

3. True wt. of solids = wt. oven-dried minerals - wt. of salt.
true wt. of solids

4. Volume of solids =true t. of solids
density of solids'

or volume o' solids - total volume - volume of seawater.

5. Volume of voids, or pore space - total volume - volume of solids.
6. Porosity lume of voids

total volume

Notes: Factors in the above computations which are not, or may not be, meas-
ured are density of seawater and the bulk density of minerals (solids).
These can be derived as follows:

a. Laboratory (I atmosphere pressure) density of seawater (Sigma-t) varies
with salinity and temperature. It can oe determincd from Sigma-t tables,
including "Determining density of seawater" (NAVOCEANO SP-68, table
10. p. 302; not properly indexed). Values of seawater density (Sigma-t) at
230C, I atmosphere pressure, and various salinities are listed in table 2.

b. The bulk density of mineral solids ("dry density") must be (I) computed
with a salt.free, dry, mineral residue, (2) measured with a pycnometer, or
other, method in which salts are elutriated from the own-dried materials.
or (3) a value assumed. A value of 2.66 S/cc is usually assumed in soil-
mechanics computations involving sedinents and soils on land; averae
values for North Pacific sediments ate given in table A-I .

C. Empirical corrections.

The amount of dried salt weighed with the dried minerals varies according to
porosity, or the amount of seawater. As a result of numerous corrections and
computations it was determined that a porosity with salt can be multiplied by
1.012 to get salt.free, or "true," porosity. This empirical correction can be
applied with little or no significant dMfference from the results of more elaborate
computations of A. and B., above. 'fable 3 was derived by multiplying a given
porosity (with salt) by 1.012 to obtain slt-free porosity.
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TABLE 3. EMPIRICAL CORRECTIONS TO SEDIMENT POROSITY

TO OBTAIN SALT-FREE POROSITY

Empirical Salt Correction' Pore.Water Salinity Known

Porosity With Salt (%) Porosity Increment (%) Salinity of Pore Water (ppt) Multiplier2

35.0-37.4 0.4 33.00 1.01143

37.5 -45.8 0.5 33.50 1.01158

45.9-54.1 0.6 34.00 1.01173

54.2 - 62.4 0.7 34.50 1.01187
62.5 -70.8 0.8 34.69 ;.01195

70.9-79.1 0.9 35.00 1.01203

79,2-87.4 1.0

87.5-96.0 1.1

'Correction to allow for salts oven-evaporated from pore water; derived by multiplying porosity, with
salt, by 1.012.

2 Multiply sediment porosity, with salt, by "multiplier" to get salt-free porosity.

Density
There is a small, and probably insignificant, correction of laboratory values of

sediment saturated bulk density to in situ values. This correction involves an increment
to density resulting fro~m more dense water in the pore spaces of the sediment in the Wa
floor. Published laboratory values of saturated hulk density ("wet density") can usually
be used as in situ values without correction because the correction may be within the
margins of error in laboratory procedures, or insignificant in view of the lateral and verti-
cal changes in the sea floor over small areas and depths. However, the correction is
simple and can easily be applied by inspection or computations.

Laboratory values of saturated bulk densities, bulk densities of mineral grins.
porosities, and interrelationships between these properties were discussed in Part I.
Tables A-I and A-2 list the average laboratory values of these properties for the sediment
types within each North Pacific environment.

The saturated bulk density (hereinafter referred to as "density") of a unit
volume of ps-free sediment has two components: mineral grains and water within pore
spaces. The relationships between these constituents and porosity are

p ool " P w + I I - " n)p , a

p .n - P (Ib)PS - Pwt

put"- (1€)

Pg" (I .n) 2
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where

Put = saturated bulk density (or "density")

.n = porosity (decimal fraction); volume of voids/total sample volume

Pw= density of water in void spaces (or "pore spaces")

P3 = bulk density of mineral solids (or "grain density")

Given salt-free porosity and bulk density of minerals, the only variable factor
between laboratory and in situ density is density of the pore water. Table 2 lists labora-
tory values for the density of seawater at 23*C and various salinities; table I lists in situ
values typical in the Central Pacific at various water depths. At a given salitity the
differing values are due to the effects of temperature and pressure. The near-maximum
effect of these values on density (at usual water depths) can be illustrated by the following
example

Given: a silty cay from the abyssal hill (pelagic) environment with a bulk grain
density, p. of 2.70 g/cc, a porosity,.n, of 80 percent, and a pore-water salinity of
14.69 ppt.

a. In the laboratory, water density, pw, is 1.0237 g/cc (table 2); from
equation (Ia),

Put= .8(1.0237) + (.2)2.70 = 1.359 g/cc

b. In the sea floor at a water depth of 6000 m, . = 1.0550 g/cc (table I),

,out .8(1.055) + .2(2.70) - 1.384 g/cc

The difference between laboratory and in situ densities is 0.025 g/cc; a simpler
computation of the difference is: ,np,. in situ, minus .np., lab.

Most bottom-water salinities are between 34.50 and 35.00 ppt in the open
oceans; therefore, a laboratory water density of 1.024 g/cc (table 2) can be used without
significant error in laboratory computations or in determining the difference between
laboratory and in situ values.

The maximum increments to density are in deep-water, high.porosity sediments,
which are usually between 75 and 85 percent. Consequently, if sediment densities are
rounded to the second decimal place, table 4 can be used to correct, by inspection, labora-
tory densities to in situ values. For example, the average laboratory density and porosity
of abyssal-hill silty clay is 1.37 &/cc and 79.4 percent: an approximate average depth in
the deep Central Pacific is SO00 m; thus, by inspection (tube 4), the increment to density
is 0.02 i/cc, and the average i situ density is 1.39 gl/c.

Given only one value, either density or porosity, the missing value can be derived
in several ways: enter a density-vs.-porosity diagram, use a regesion equation for sich
diagrams, m compute a value (if rain density is known). The last method is most accu-
rate. For example, given abymnglhill silty clay with a grain density of 2.71 i/c, and a
porosity of 79.4 percent. and using equation Ia and a laboratory water density of
1024 i/cc, a computed value for laboratory density of 1.37 &/cc results. This type of
computation. and thou indicated by the variations of equation la..e.. Ib-Id. can be used
to verify the accuracy of published data, or to cross-check the accuracy of independent
laboratory measurements of density, porosity, and grain density (as in the above example
from table A-2).
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TABLE 4. EMPIRICAL CORRECTIONS (TO BE ADDED)
TO LABORATORY DENSITY OF HIGH-POROSITY SEDIMENTS

TO OBTAIN IN SITU VALUES.

Water Depth Density Increment
(in) (g/cc)

Porosity -75%

0-500 0.00

600-3400 0.01

3500 -6500 0.02

6600-9900 0.03

> 9900 0.04

Porosity 85%~

0-300 0.00

400.2 900 0.01

3000-5;600 0.02

5700-9400 0.03

>9400 0.04

Impedance
The characteristic impedance o~f a medium is the product of density. p. and

compressional-wave velocity. VP (impedancem A p. g/cm' see). This important propcrt
determines the amoit of energy reflected when sound passes from one medium into
another. An echo sounder or reflection profiler merely records time vs. impedance
mismatches.

Impedances are used in computations of reflection coefficients and bottom
losses of saund energy incident on the sea floor. For the sediments or this report. im-
pedances were computed at laboratory values (230C. I atmospliere),and dixcusvd and
tabulated in Part L. thesw tables are included in Appendix A (tables A-1 and A-2).

Laboratory impedances require correction to in situ values. No discussion is re-
quired in this section because mnethods or correctinw both velocity and density to i situe
values were discussed in previous srct ions. the In siu impedance is merely the product or
the corrected values.

Impedance of seawater. ki situ. at various depths in the Central Pacific. and in
the laboratory. can be computed from the density and veloctV values in tables I and .

An example of the ditference between laboratory and bt situ values of sedirment
imnpedance is noted below.

Given: an abyssalbil silty cay fronm 5000-rn water depth.
1. Sediment density and velocity values (tur table A-2. laboratory imped-

ace. density (velocity)
1l.37 kc( .507 cm/ec X lO'JI -2.Ob46 gJcm3 e X I1)'.
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2. The corrections of density and velocity from laboratory to in situ con-
ditions for this example were noted in previous sections; in situ imped-
ance - 1.39 g/cc (1.519 cm/sec X 10 ) = 2.11 14 g/cm 2 sec X 0s.

Reflection Coefficient and Bottom Loss
at Normal Incidence

The Rayleigh reflection coefficient for a simple, harmonic, plane wave incident
on a plane boundary between two fluids across which there is a density and velocity
change expresses the ratio of amplitudes, or pressures, of a reflected wave to that of the
incident wave (references and discussion in Part I); at normal incidence, the Rayleigh re-
flection eoefficient, R, i. expressed by

p 2 V -P I'
R =  ' (2)P2 V2 + P I V I

where

P, V = impedance of the first medium (water, in the present case)

p2 V2 = impedance of the second medium (sediment, in the present case)
Bottom loss, BL, of a plane wave at normal incidence (on a peak-pressure basis),

expressed in dB. is

RL -20 log R (3)

In Part I. Rayleigh reflection coefficients and bottom losses at normal incidence
were computed for laboratory conditions of 23C and I atmosphere; the results were
listed in tables (reproduced as tables A-I and A-2) and relationships with other properties
shown in scatter diagrams.

As discussed in Part I. and by Hamilton -r aL j 1969). the author favors, for the
sea floor, a viscoelastic model in which rigidity is present, and believes that the fluid/fluid
model involved in the preceding equations is less useful to explain all aspects of bottom
loss. The Rayleigh reflection coefficients and bottom losses at normal incidence were
listed and discued because they appear to be dose to values measured at sea. and for
possibl usefulness in studies of the reflection and refraction of s-nd.

Computations of bottom losses for laboratory and in s1tu conditions indk-te
that the laboratory values shown in tables A.I and A.2 ire within a few tenths of a dS, f
values computed for in situ conditions. These computations involve only sediment and
water impedances (equations 2 and 3) and their corrections to k situ values which were
discussed in a previous section: therefore. the corrections of reflection coefficients and
bottom k4ues need not be further elaborated.

Although reflection coefficients and bottom losses at normal i ence for
JR situ conditions can be easily computed, table S indicates that the laboratory values are
so close to hi sitr values that. usually, the lboratory averaes listed in tables A-I and
A-2 ci be used as avrge in situ values for mneralized studies. As discussed and illus.
trated in Part i. these aerages re dose to actual measurements at set by Breslau (1967)
and Fry and Raiut (1961).
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TABLE 5. COMPARISON BETWEEN LABORATORY AND INSITU VALUES OF
RAYLEIGH REFLECTION COEFFICIENTS AND BOTTOM LOSSES

AT NORMAL INCIDENCE.*

Environment and Sediment Type Reflection Coefficient Bottom Loss (dB)
Lab. ht Situ Lib. i Situ

Continental Terrace (Shelf and Slope)

Fine sand 0.3763 0.3751 8.5 8.5

Clayey silt 0.1674 0.1633 15.5 15.9

Abyssal Plain (Turbidite)

Silty clay 0.0927 0.0876 20.7 21.5

Abys-41 Hill (Pelagic)

Silty clay 0.1373 0.1316 17.2 17.6

*Notes:

1. Laboratory values for sediment properties from tables A-3 and A-4. laboratory. water
impedances computed from table 2.

2. In situ conditions assumed to be at I Imi (fine sand) and I 100m ( clayey silt) off San Diego
(set table of variatins of water properties with depth off San Diego. Appendix. tablc A-6),
and at 5000-m water depth for deep-water silty clays I table 1 ).

Elastic Constants
Part 11 (Elaticity and Elastic Ctnstants) included discussions of elastic and visco-

elastic models for water-saturated porous media. and measurements and compu'ations of
elastic constants including density, compressional-wave velocity, compressiily, incom-
pressibility (bulk modulus). rigidity (shear) modulus. Lamnis constant. Poisson's ratio, and
shear-wave velocity in marine sedimients. One of the conclusions of Part 11 is that the
equations of elasticity can be used to compute unmeasured clistic constants in the case
(of water-saturated sediments.

ro compute elastic constants with the equations of elasticity. density and any
two other elastic constants are required. Int the case of marine sediments. the density and
compressional-wave velocity can be easily measured or predicted. the best third constant
would be the velocity of shear waves, at least for purposes of underwater sound and
geophysics.

Informnation on the veloc-ity of shear waves in marine sedienits is rare. Those
known to the writer afe assembled and discussed in Part 11. Lickingt sufficienit snforma.
tin on shear-wave velocities. the third cinstant selected for use in computing the other
constants was the bulk modulus (or incompressiility) of' the sedimsent. water mineral
system. This constant was selected becaus it appears possIt to cimpute. in a loaca
mnner, the bulk modulus of the seditment from its components. without estimations.
The theoretical basis of this computation follows that of Gassaan (1951); sec Part 11 f'm
an extendled dascusseon.

The components of the computed sysaetn bulk modulus x. aft poitsutl. of. the
bulk mot-dulus; of pore water. x,,. -an agregate bulk modulus of mincral #ram%. a 5. and a
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bulk modulus of the sediment structure (or frame), K, formed by the mineral grains.
Good values for the bulk modulus of distilled and seawater, and most of the zommon
minerals of sediments, have been established in recent years. This leaves only' a value for
the frame-b, .k modulus, Kf, needed to compute a bulk modulus for the water-mineral
system (following Gassmann, 1951 ).

A contribution of Part II was the derivation of a relationship between sediment
porosity and the dynamic frame-bulk modulus. Using this relationship, the frame-bulk
modulus was derived for each sample and used with the bulk moduli of pore water and
minerals to compute the system bulk modulus. This computed bulk r,.dulus, and meas-
ured density and compressional-wave velocity were then used to compute the other elas-
tic constants. These measured and computed values were listed in tables according to
sediment type and environment (Part 11, tables I and 2; included in the Appendix of this
report as tables A-3 and A-4). All values were, as in Part 1, referred to 23'C and I atmos-
phere pressure.

The values for elastic constants at 23 0C and I atmosphere in the tables and
scatter diagrams of Part II are usable for basic studies and interrelationships, but cannot
be used as in situ values because all three of the constants (p, V p, and K) used in the
computations require correction from laboratory to in situ conditions.

The corrections to laboratory values of density and compressional-wave velocity
to get in situ values have been discussed in preceding sections. The components used in
computing the system bulk modulus, K (except porosity) also require corrections. The
major change is in the bulk modulus of pore water, K, because of the effects of tempera-
ture and pressure on the large volume of pore water relative to the volume of minerals
in deep-water, high-porosity sediments.

The aggregate bulk modulus of mineral grains, K., increases with higher hydro-
static pressure ard lower temperature, but the effect of this change is so small (and
masked by the larger change in Kw) in the range of temperatures and pressures involved,
that it can be disregarded, and laboratory values of Ks can be used as in situ values. The
magnitude of these small changes in #s due to temperature and pressure changes from
laboratory to in situ conditions can be derived from studies on quartz (Soga, 1968) and
calcite tPeselnick. 1962: Peselnick and Wilson, 1968).

The bulk modulus of the sediment mineral frame, Kf, depends on porosity or
volume of minerals and intergranular pressure (buoyed weight of mineral grains; see
discussion in Part I1). Although the buoyed weight of mineral grains is very slightly less
in situ because pore water is more dense in situ, the change in intergranular pressure is
insignificant, and the same value for Kf can be used in the laboratory and in situ.

In summary, prior to computing in situ elastic constants, the following proper-
ties require correction from laboratory to in situ conditions: density, compressional-wave
velocity, and the bulk modulus of pore water. Porosity, the aggregate bulk modulus of
mine,..., and the frame-bulk modulus require no change.

Although not essential, study of Parts I and !1 of this report is recommended
prior to computations of in situ eiastic constants for sediments. Elaboration of the many
factors involved in such computations would cause considerable duplication and und' ly
lengthen this Part.

The laboratory values of density, porosity, and compressional-wave velocity are
critical in computationsof elastic properties as outlined in this section. When laboratory
measurements Ere carefully made, the values for density and salt-free porosity should be
ross-checked with grain density by using equation ]a. Usually, the values of density and

fractional porosity should be carried to three decimal places. Sediment compressional-
wave velocities should be roundcd to the nearest m/sec. Water densities and sound speeds
are accurately determined from oceanographic tables and measurements and can be used
as tabulated.
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As a practical consideration in the computations, it is recommended that the cgs
system be used and that all values be reported X 1010; thus most of the elastic constants
are reported in dynes/cm2 X 101° . This is convenient because compressional velocities
are usually reported in m/sec, which, when converted to cm/sec by inspection, result in
l.xxx X IOs , and pV 2, an important value in elasticity, results in dynes/CM2 X 1010
when g/cm sec2 is converted to dynes/cm 2 . In computing velocity of shear waves, the
square root of (//p) is taken, so that if X 1010 is used, the result, (Y 1010 )36, is cm/sec
X ! 0s , and the decimal can be moved by inspection to get m/sec.

All the laboratory measurements (density, porosity, and compressional-wave
velocity), and components of the system bulk modulus (moduli of pore water, minerals,
and frame) used in computations of the elastic constants have margins of error, some are
known (see Part 1), and some are unknown. Consequently, no attempt was made to
statistically estimate variances or errors in the final computations of elastic constants.
The numbers of decimal places shown in the examples and table are for purposes of com-
parison between the various computations and sediment types, and should not be taken
as the author's estimates of accuracy. The values of the elastic constants computed and
!';sted should be considered as approximations and predictions of these values when more,
future, measurements (such as for the velocities of shear waves) are available.

OUTLINE OF PROCEDURES TO COMPUTE IN SITU VALUES OF ELASTIC
CONSTANTS FROM CORRECTED, LABORATORY, SEDIMENT DATA

Examples of the computations are given for three sediment types - two from
the continental terrace, and one from the deep-sea abyssal-hill environment.

Given:

I. Fine sand from the continental shelf off San Diego from a water depth
of II m.

Sediment properties, laboratory:

a. Ratio, velocity in sediment/velocity in seawater = 1.14

b. Porosity, n - 44.0 percent

c. Grain density, ps = 2./0 g/cc.

2. Clayey silt: a turbidite from the Continental Borderland (San Diego
Trough) at a water depth of 1100 m.

Sediment properties, laboratory:

a. Ratio= 1.000

b. Porosity, n = 75.0 percent

c. Grain density, ps = 2.71 g/cc.

3. Silty clay ("red clay") from the Central Pacific, abyssal-hill environment
at a water depth of 5000 m.

Sediment properties, laboratory:

a. Ratio = 0.985

b. Porosity, n = 79.4 percent

c. Grain densityps = 2.71 g/cc.

Note: Values of water properties, in situ, used below in connection with fine
sand and clayey silt (examples I and 2) were derived from Nansen-cast
data off San Diego (Appendix, table A-6) at I I and 1100 m; for silty
clay (example 3) from table I at 5000 m.
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I. Determine sediment compressional-wave (sound) velocity in situ, using
procedures discussed in the "Sound Velocity" section.

Examples:

a. Fine sand at I I m.

(I) Bottom-water sound velocity = 1505.65 m/sec at 11 m water
depth.

(2) In situ sediment velocity = ratio X (bottom-water velocity) =

1.14(1505.65) = 1716 m/sec.

b. Clayey silt at 1100 m.

(1) Bottom-water velocity = 1483.64 m/sec.

(2) I situ sediment velocity = 1.000(1483.64) = 1484 m/sec.

c. Silty clay at 5000 m.

(1) Bottom-water velocity = 1541.7 m/sec.

(2) In situ sediment velocity = 0.985(1541.7) = 1519 m/sec.

2. Determine in situ sediment density using procedures discussed in "Density"
section.

Examples (using procedures when porosity, n, and grain density, ps,
are known):

a. Fine sand at I I m.

(I) Density of bottom water = 1.02490 g/cc.

(2) In situ sediment density, °sat = npw + (I -. n)ps = 0.44(1.0249) +
(0.5 6)2.70 = 1.963 g/cc.

b. Clayey silt at 1100 m.

(1) Density of bottom water = 1.03257 g/cc.

(2) In situ sediment density = 0.75(1.03257) + (0.25)2.71 -
1.452 g/cc.

c. Silty clay at 5000 m.

(1) Density of bottom water = 1.05069 g/cc.

(2) In situ sediment density = 0.794(1.05069) + (0.206)2.71 =
1.393 g/cc.

3. Determine in situ values of the component-bulk moduli (pore water, Kw
aggregate of mineral grains, K.' and the mineral frame, Kf) necessary to
compute an in situ sediment-bulk modulus, K.

Examples:

a. Bulk modulus of pore water, Kw ; using the equation for sound velocity
in a liquid: V, = (K/p)', or K = p Vp2, g/cm sec 2 , or dynes/cm.

(I) Fine-sand pore water,K =pV 2 = 1.0249g/cc(1.50565 cm/$ 2 
S/ M X 1 12

sec 10 )2 = 2.32343 g/cm se' X 10°, or dynes/cm2 X 1010.

(2) Clayey-silt pore water, K = 1.03257 g/cc (1.48364 cm/sec X
105)2 = 2.27289 dynes/cm 2 X 10l0.

(3) Silty-clay pore water, K = i.05069 g/cc (I.5417cm/sec X 10 )2=

2.49732 dynes/cm2 X 1010.
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b. Aggregate bulk modulus of mineralgrains, Ks" This bulk modulus was
determined by the Voigt-Reuss-Hill averaging method (Hill, 1952, 1963),
which involves the volumetric contributions of the bulk modulus of

individual mineral species to the total bulk modulus of the aggregate of
minerals (see Part I1 for discussion). The range of aggregate bulk
moduli for most sediments is so small (see examples in Part II, Appen-
dix B) that estimates can be used when mineralogy is not exactly
known. For the three examples in this outline, aggregate bulk moduli
for the fine sand and clayey silt off San Diego were determined from
the mineralogy of these sediments in Emery et aL. (1952) and Shepard
and Einsele (1962); the bulk moduli of mineral species were derived
from the literature (see Part II, Appendix B, for references). The
aggregate-bulk modulus for deep-sea clay (example 3: Ks = 50 dynes/
cm2 X 1010) was taken from Skempton (1961), who used this value
for "clay".

For the three examples:

(1) Fine-sand aggregate-bulk modulus of mineral grains, KS =

52.33 dynes/cm" X 1010.

(2) Clayey-silt aggregate-bulk modulus of mineral grains, Ks =
54.42 dynes/cm2 X 1010.

(3) Silty-clay aggregate-bulk modulus of mineral grains, KS =

50 dynes/cm 2 X 1010.

c. Dynamic frame-bulk modulus, K/. One contribution of Part II was
in derivation of a relationship between dynamic frame-bulk moduli
and porosities (Part N1, fig. 2, and regression equations for the data:
Part II, Appendix C). These equations are (.n = fractional porosity):

for sands: *Kf dynes/cm 2 X 109

log gf = 2.7 1405 - 4.12135(.n)

for silt-clays: Kf, dynes/cm 2 X 10

log Kf = 3.73807 - 4.25571(n)

These equations were used to derive the following dynamic frame-bulk moduli
for the three examples:

1. Fine sand: Kf = 0.68802 dynes/cm 2 X 1010

2. Clayey silt: Kf = 0.03530 dynes/cm2 2 101

3. Silty clay: Kf = 0.02295 dynes/cm 2 x 10

4. Compute an in situ value for the water-mineral system-bulk modulus, K,
using Gassmann's equations (1951 ; discussed in Part II):

K +Q K %,(K S-K)

I S+,n(K s - Kf) (4)

where

Ks = aggregate-bulk modulus of mineral solids

K = frame-bulk modulus ("skeletal" bulk
modulus of Gassmann, 1951)
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Kw = bulk modulus of pore water

.n = decimal-fractional porosity of sediment.

The above equation was used to compute a system-bulk modulus, K, for each of
the three examples, using the given measured porosities, and the components (Kw , Ks,
and Kf) derived above (item 3).

Examples:

a. Fine-sand system-bulk modulus, K = 5.5617 dynes/cm' X 1010

b. Clayey-silt system-bulk modulus, K = 3.0204 dynes/cm 2 x 103

c. Silty-clay system-bulk modulus, K 3.1252 dynes/cm 2 x lO.

5. Use the equations of elasticity to compute in situ elastic constants using
the measured, laboratory values of saturated bulk density, psat, and com-
pressional-wave velocity, Vp, corrected to in situ values (I. and 2., above),
and the computed in situ system-bulk moduli, K (4., above). Those equa-
tions using these three constants are favored:

Compressibility, 1 =- (5)

3K -pVp2
Lam6's constant, = (6)

3K -pV 2
Poisson's ratio, a = (7)3K +V P~p

Rigidity (shear) modulus, p = (pV 2 - K)A (8)

Velocity of shear wave, Vs = (/p)2 (9)

9K(P VP2 - K)

Young's modulus, E = Pp - (10)
pV 2'+ 3K

These and other equations of elasticity, including variations, can be found in
convenient tables by Gassmann (1951, p. 7) and Birch (1961, p. 2206; also in Birch, 1966,
p. 100).

The in situ values of density, porosity, compressional-wave velocity, and the
computed elastic constants (using the above equations) for the three examples are listed
in table 6.
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PROPERTIES OF LAYERS

Introduction
This section will be concerned with the properties of relativwly thin layers within

soft, unlithified sediment bodies and those layers which may be expected to lie immed-
iately under the unlithified sediments. Whether or not these layers reflect sound energy
depends on the frequency of the sound wave and on the properties of the layers. Sound
energy is reflected when there is sufficient inpedance mismatch between adjacent layers,
and the lower layer has the greater impedance. Characteristic acoustic impedance is the
product of density and compressional velocity; therefore, any factor which increases
either density or velocity may cause impedance mismatches and reflection of sound
energy.

Although the exact location and properties of layers within sediment bodies
cannot be predicted, it can be predicted that, in some areas, these layers will be present.
It is useful for several purposes in the fields of under.vater acoustics and geophysics to
define the usual ranges of the properties of these layers.

When mineral particles from terrigenous sources, calcareous or siliceous particles
from biogenous sources, or minerals formed in place on the sea floor, are cemented
together they form mudstone, shale, limestone, and various siliceous rocks. The most
usual cementing agents are calcium carbonate, silica, clay minerals, iron, manganese, and
zeolites. These cementing agents are derived from mineral solution and redeposition, or
precipitation from seawater. The cementation may be very slight, such as that forming
mudstone in the walls of the La Jolla Submarine Canyon, and the indurated clays of the
deep Pacific (Morgenstein, 1967), or very extensive, to form low-porosity limestones
and cherts.

In the following sections, the various common layers and their properties will
be briefly discussed with tables which detail the expectable ranges of these properties as
terrigenous minerals are cemented to become mudstones and shales, siliceous sediments
become diatomites, cherts and other siliceous rocks, and as calcareous sediments become
limestones and dolomites. All of these rock types are known to underly, in various areas,
the soft, unlithified sediments of the sea floor. A special section will be devoted to a dis-
cussion of the properties of basalt, which is a common undedying rock type in all oceans.
With few exceptions, all examples are from the sea floor or oceanic islands, seamounts,
and ridges.

Tables 7, 8, 9, and 10 list representative values of density, porosity, and velocity
for a wide variety of sediments and sedimentary rocks. These values are from cited
literature and the writer's previously unpublished measurements (cited as: "Hamilton,
this report"). All the sediment velocities are for 230C (or "room temperature") and I
atmosphere pressure; the corrections to obtain in situ velocities were discussed in a
previous section. The effects of temperature and pressure on various rocks are reasonably
well known, but will not be discussed in this section for reasons noted in the section on
velocity gradients within the sea floor.
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TABLE 7. REPRESENTATIVE EXAMPLES OF LAYERS IN MARINE SEDIMENTS
FORMED BY TURBIDITES, MUDSTONES, AND SHALE.

Sediment Density Porosity Velocity Area Ref.*
Type (glcc) (%) (m/sec)

Sand (cores)

2.09 35.2 1828 Newfound. Basin 1
2.14 35.1 1832 Mediterranean 2

1.96 43.1 1635 NW Atlantic 1

1.86 49.7 1694 San Diego Trough 3

Silty sand (cores)

1.84 50.4 1700 La Jolla Fan 3

1.92 47.4 1765 Asian Shelf 3

1.84 51.3 1674 Japan Basin 3

1.65 62.0 1631 Mediterranean 2

Sandy silt (cores)

2.01 38.8 1861 Japan Basin 3
1.65 56.6 1622 Japan Basin 3

1.67 61.3 1605 Bering Shelf 3

1.81 52.8 1607 Aleutian Basin 3

1.78 57.7 1611 Mediterranean 2

Sand-silt-clay (cores)

1 1.53 70.5 1602 Asian Shelf 3

Silt (cores)

1.60 60.6 1634 Japan Basin 3

1.97 42.5 1650 NW Atlantic 1

1.62 66.7 1560 Mediterranean 2

1.55 69.8 1613 Mediterranean 2

1.80 52.9 1598 NW Atlantic 1

1.98 41.9 1691 NW Atlantic I

Clayey silt (cores)

1.85 51.6 1597 Asian Shelf 3

1.44 73.6 1554 Bering cont. rise 3

1.56 66.0 1586 Bering cont. rise 3
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TABLE 7. (Continued)

Sediment Density Porosity Velocity Area Ref.
Type (g/cc) (_) (m/sec)

Clayey silt (cores) (continued)

1.71 58.3 1543 Mediterranean 2

1.74 57.7 1601 Mediterranean 2

"Indurated" red clay (cores)

1.23 87.8 1526 N. of Mid-Pac. Mtns. 4

1.38 79.2 1548 Hawaiian Arch 4

1.25 86.0 1536 Hawaiian Arch 4

1.38 79.8 1543 Hawaiian Arch 4

Mudstone (diver, submersible, dredge)

1.84 52.3 1916 S. Calif. Shelf 3

1.79 55.3 1576 La Jolla Canyon 3

1.72 58.7 1593 La Jolla Fan 3

1.58 67.1 1676 N. Wall Puerto Rico Tr. 3

"Semi-consolidated" Cretaceous red clay and turbidites (Layer A)

1680 N. Atlantic; 5.
1830 cored in outcrop; 6.
2170 velocities with 7
2580 sonobuoys
2850
2910

"Hard Mudstone" (Layer Beta)

2900 N. Atlantic. see 5,
2910 note above for 6,
3470 Horizon A 7,
3750 8

Shale (oil-well log; top of section)

I 2,10 I (36.0) 1830 Gulf of Mexico 9

*References:
1. Horn eti.. 1967b L HornteW.. 1967a
3. Hamilton. thh report 4. Lair md Smnko, 1 I1
5.F.wing et #1.. 1966 6. Soloeltd.. 1966
7. Ioutz tt .. 1968 8. Windsh tl l.. 1968
9. Muqpave and Hicks,. 1966
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TABLE 8. EXAMPLES OF CALCAREOUS SEDIMENTS AND ROCKS FROM THE
SEA FLOOR.*

Sediment, Density Porosity Velocity Area Ref.**
Rock TypeI (g/cc) (M) (In/sec)

Calcareous ooze (cores)

1.38 79.0 1490 Atlantic 1

1.47 72.8 1525 S. Pacific 2

1.48 73.2 1493 NE Allan. (avg. 2) 3

1.54 69.2 1515 NE Allan. (avg. 2) 3

1.57 67.4 1556 NE Allan. (avg. 2) 3

1.59 66.5 1507 NW Allan. (avg. 2) 4

1.56 67.6 1504 NW Allan. (avg. 9) 4

1.59 66.4 1508 NW Allan. (avg. 7) 4

1.69 60.3 1524 NW Allan. (avg. 7) 4

Indurated (?)calcareous ooze (core)

1 1.80 1 52.0 2370 Atlantic 5

Limestone. reef: Eniwetok Atoll (drilling and seismic)

First layer 1 2440 Drilling and 6
Second layer 3060 scismic 7

Limestone. foramminferal (dredge hauls)

1.56 68.0 1770 Tertiary; 8

1.73 62.0 1950 guyots. Mid-
Pac Mtn%.. last

2,40 24.0 1860 4 partially
2.64 I1,.0 4750 phosphatited
2,76 5.0 5460

1 aborltory. I atmoipik-re pmmtbv Ic tvpt I niurtok Atoll).

"* tfekma "

I. Sdkwibcr, 1961Nx. prcavtiaiv vali 5. utttmi 0 19. l 7
2. tlamilloi. thist"Wn 6. t.ad lr L. 19)
3. $Iornael . I9iTh 7. R461. 1957
4. liton tl . I %S, Illul. 1959

41



TABLE 9. EXAMPLES OF SILICEOUS SEDIMENTS FROM THlE SEA FLOOR, AND
LABORATORY MEASUREMENTS ON ROCKS FORMED BY DIATOMS AND
RADIOLARIA.*

Sediment, Density Porosity Velocity Area, IRef.*
Rock Type (g/cc) (0/0 (ml sec) Remarks_____

Radiolarian ooze (cores)

(1.20) 86.5 1520 Pacific1

(1.21) 85.7 1488 (from fig. 3

(1.21) 85.5 1517 i e.

(1.29) 79.0 1470

(1.29) 79.0 1480

(1.229) 79.0 3500
(1.30) 78.0 1504

(1.34) 75.0 1492

Diatomaceolis ooze (with radiolaria and spicules; cores)

3.50 70.1 I1644 Bering Sea 2
1.41 75.3 1568 (avg. 3) 5

1.37 76.9 1569 (avg. 5)

Diatomaceous "earth" (laboratory sample)

1(1.33) 175.0 13563 Saturated 3

Radiolarian "earth" (laboratory sample)

(1.35) 173.0 1657 Saturated 3

Tripolite (diatornaeous earth; laboratory sample)

1(1.56) 157.0 12040 Sat. av& 4 3

Mixture basalt. chert. and siliceous sedimntaury rock (seismic refraction)

4200. N. Wall Puierto Rico 4
S200 Tr corrltd with

'Valwin~ pueeithtoicon putd 4- *0itgt
**CfeftfV%

I-scftwiber. I1lia 2. WyV. 1961 3. Wyllife . t958
4. tisn rido. 144 1, Vekwcif~in lam,!tu. Ubia'fpMr)
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TABLE 10. EXAMPLES OF LAYERS IN MARINE SEDIMENTS AS A RESULT
OF VOLCANISM.*

Sediment JDensity Porosity Velocity Area Ref.**
Type (glcc) () (ml sec) ___________ ___

Volcanic ash, glass, pumnice

Sand 1.98 48.0 1664 Nr. Hawaiian Ridge I
(avg. 4)

Silt 1.50 68.6 1634 Nr. Hawaiian Ridge I
(avg. 4)

Silt 1.30 84.7 1560 Nr. Hawaiian Ridge I
(avg. 4)

Silt 1.63 63.9 1562 Celebes Sea Basin 2

Silt 1.55 69.1 1580 Celebes Sea Basin 2

Silt 1.77 55.3 1620 Celebes Sea Basin 2

Sand 2.14 34.0 1832 Mediterranean 3

Silty sand 2.08 40.0 1713 Mediterranean 3

Sandy silt 1.76 56.7 1600 Mediterranean (avg. 3) 3

Silt 2.07 44.0 1674 Mediterranean 3

Silt 1.59 69.0 1587 Mediterranean (avg. 2) 3

Silty clay 1.88 54.0 1764 Mediterranean 3

Average 1.75 59.2 1634 20 samples

*Laboratory. I atmosphere pressure.

"Referetniec
1. Schreiber. I %8b
2. flamilton. this reporti
3. lom el &.. 1967&

Terrigenous Materials
Layers formed from terrigenous nmaterial% are those derived front urces on

land (excluding volcanic materials) which are deposited in lsycrs through the actions of
turbiity currents, from sediment slumping. sliding and creeping. front colian act ion. slnd
ice rafting. Thewc layers may be from a few illimeters to "tore than I mtier in lhickne,.

The most common type of layer formtJ by terrigenotis materials is deposited
from turbidity currents moving along the sea floor. These deposits are called turbidite-s
and aft apt to be graded. that is. there is a gradation from coarse particle% at the bottom
to finer materials at the top. Th,.se layers are usually sc~arated by fine( ih as
deposited through this grading process. or front the deposition of fine particle% through
the water column (pelagic deposition). A thick turbidile siection will thus be a cotims.
ous sequence of fine-rained. high-porosiy. low-velocity layers, and thinner. coarset.
kloe mpeoity. highe-velocity materials.
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fi, g~ene.ral. t urhidite layers. and thos )5C rnied by other processes. Call have
thie propei ties of thle futll range of sediments listed in table A-1 for coit inen tal -terrace
sediments (sand to siltly clay). In dccp-witer ahyssal plains, file layers are usually formed
hy fine sanid, sandy silt. silty sand. sand-silt-clay, and clayey silt. The finer materials
are apt to he found at greater distances from source areas. Recent papers include discus-
sious of t urhidite layers in) the North Pacific 0I lbr et at. 190 9 a), and in the Tyrrhenian
Abyssal Plain (Kermahon ei at.. 1960).

In the uipper levels of sediment represented by cores, layers are usually not
litliified ("consolidated" in some geologic terminology). IHowever. in the sea floor
Inere is a full range front unlithified sediments to their lithified .,quivalents. Known
examples are the sedimentary rocks composed of mineral particles from terrigenous
sources, including mudstone, ilhale, limestone, and sandstone. Table 7 lists some typical
examples, noted in thle literature and from thle writer's mneasuremlents.

Calcareous Materials

C'alcamreoums ooz~e forms thle second most common sediment type onl the sea
floor. [In the open oceamis, calcareous deposits are largely formed by thle calcareous
tests of Foraminifera and coccoliths. Near coral reefs the material is reef detritus. Lime-
stone is formed when these calcareous particles become cemented (Hlamilton, 1956.
1959; Friedman, 1964-. Fischer and Gjarrison, 1967, Thompson etia.. 1968).

Suitton eta. ( 1957), I lorn et a. (I 96Xa0. and Schreiber ( 1968a) have shown that
calcareous ooz.es have little, if any. significant differences in sound velocity from deep-
water silt clays of the samne density and porosity. the few measurements by the writer
are in accord. Hlowever, when limestone is formed, the velocity of compressional waves
increases markedly. Examples are available from the sea floor of a full range from cal-
careous sediment. to low-porosity, high-velocity limestones (table 8).

Siliceous Materials

The tests of Rdmolara and frustules of diatoms ar's- formed of opaline silica.
This mate. ial collects on the sea floor to formi radiolarian and di~lomaccous oozes. From
mnarine deposits no0w found on continents, these deposits are known to formn siliceous
rocks (diatomite, t ripol ite, chert. etc.) through solution and reder. sifion of silica. In thme
sea floor, it has been demonst rated by the JOIDIi *S drilling that siliceous rocks such as
chiert tbOrm hard layers within the sediment body (Peterson and Eidgar, 1969). Such rock-s
I ye been dredged from the north wall of the Puerto Rico Trenich (Bowimn ei al., 1966:
Bunce and I lersey, 1966). Properties of some siliceous sediments and rocks from the
present-day or ancient, continental seas are listed in table 9.
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Volcanic Materials

FRAGMENTAL MATERIALS

The most common layers in unlithified sediments of the deep sea are formed
from fragmental, volcanic materials. The most common types are pyroclastic materials
(those projected into the air by volcanoes). Macdonald (1967) recently discussed the
various volcanic materials included in this classification. Horn et al. (1969a) and others
have shown that volcanic ash and tuff are the most common type of pyroclastic materials
which form layers in North Pacific sediments. The ash is usually composed of glass,
cinders, mineral crystals and fragments, and other finer-sized materials. Most deep-sea
ashes fall into the silt-size category, bilt a range from sand to silty-clay sizes is known.
Horn etal. (1969a) have an excellent resumi of the extent and sources of ash layers in
the North Pacific. Concerning thicknesses of these layers, Horn et aL analyzed 163 white
ash layers (northwestern Pacific) which varied in thickness from Ito 29 cm, with an
average of 6.5 cm; brown ash (82 samples from the north-central Pacific) varied from I to
13 cm, with an average of 3.9 cm. Most of these layers were medium-grained silts.

Near volcanic islands, and ridges subject to erosion, there is a full range of sedi-
ment sizes (boulders to clayey silt) from volcanic sources. These volcanic sediment dis-
tributions in the Hawaiian area have been discussed by Hamilton (1957), Moberley and
McCoy (1966), Schreiber (1968b), and Lair and Sanko (1968). Turbidites formed from
ash, and sand-sized volcanic particles are common. The acoustic properties of representa-
tive examples of layers formed by volcanic, fragmental materials a.e listed in table 10.

BASALT LAYERS

Igneous rock (basalt) forms the upper ocearic crust and underlies the sediments
and sedimentary rocks of the world's oceans. The basaltic rock of the upper crust has
always been of considerable importance and interest in geophysics, but there are numer-
ous, large areas of the sea floor where this rock, and lavas not connected with the crust,
are close enough to (or at) the sea floor to be of importance in underwater acoustics.

The first hard, strongly reflective layer under the sediment layer in the deep-sea
floor is often referred to as "Layer 2." Detailed seismic refraction and reflection surveys,
coring of reflecting horizons, and other studies indicate that, in many areas, there are
multiple layers in and above the oceanic crust, and the first hard, reflector ("Layer 2")
under the soft sediments ("Layer I") can be inudstone, shale, limestone, siliceous rock,
or basalt. There can also be mixtures of these rocks and basalt, or basalt with soft sedi-
ments, as photographed on the East Pacific Rise (Bonatti, 1968). Thus, the term
"Layer 2" loses its meaning with detailed work, and should probably be abandoned.

In many areas of the North Pacific, volcanic rock is either at the sea floor, or
buried by a thin layer of sediments. For example, reflection profiling over the Hawaiian
Deep and Arch have shown that the sediment cover is thin, from a few meters to non-
existent, in many areas (Shor and Pollard, 1964; Normark and Shor, 1968: Kroenke,
1965). Unpublished reflection profiles taken by the NURDC, San Diego, in the Hawaiian
Deep indicate 0 to 40 m of sediment over rock in several areas; in the northeast Pacific,
between Erben and Fieberling Guyots, sediment thicknesses are no more than 3G to 40 m.
In the Gulf of Alaska adjacent to hilly areas, and northwest of Guadalupe Island, there are
large areas of flat, volcanic rock vith little or no sediment cover (NURDC, unpublished).
Low hills in the Gulf of Alaska h; ie about 60 m of pelagic-sediment cover (Hamilton, 1967).
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The basaltic layer underlying sediments in several areas in the Pacific has been
traced by refraction and reflection surveys from the deep-sea floor into adjacent sea-
mounts, ridges, rises, islands, or drilling (as at Eniwetok Atoll). Some examples are listed
in table 11. Here, the velocity range (3.5 to 6.5 km/sec) shown for the upper crust is
greater than might be expected considering the following factors: (1) the upper crust is
considered to be a common type of rock (tholeiitic basalt); (2) basalts extruded in deep
water should have porosities near zero and densities of the order of 2.9 to 3.1 glcc; and
(3) the velocity range in this material should be small (6.0 to 7.0 km/sec).

TABLE 11. EXAMPLES OF VELOCITIES IN "BASALT" LAYERS (NORTH
PACIFIC AND ADJACENT AREAS).

Area Velocity (km/sec) Remarks Ref.*

Max. Min. Avg.

Aleutian Islands 4.33 3.67 4.07 Al. Basin (5 stas.) 1
First basalt layer - - 3.19 Top of ridge

Second basalt layer - - 3.81 Top of ridge

Gulf of Alaska - 5.45 Abyssal Plain 2
Juan de Fuca Ridge 6.04 4.99 5.35 Ridge (3 stas.) 3

Cascadia Basin - 5.54 E. of ridge 3

Hawaiian Islands (Maui) 4.53 3.88 4.22 Arch-Deep (3 stas.) 4

4.50 3.65 Ridge (2 stas.)

Eniwetok Atoll - - 4.15 Seismic; drilling 5

Second basalt layer - - 5.59 Seismic

Okhotsk Sea - 6.50 Basin 6

Emperor Seamounts 3.93 3.56 3.75 Between stats. 7

East Pacific Rise 5.11 4.35 4.76 Top and W. side 8

*References:

1. Shor, 1964 5. Raitt, 1957
2. Shor, 1%2 6. Kovylin et al., 1965
3. Shor et aL, 1968 7. Den et al., 1969
4. Shor and Pollard, 1964 8, Raitt, 1956

Engel and Engel (1965) recently reviewed their own and other studies of crustal
basalt and concluded that the upper oceanic crust is formed by tholeiitic basalt. The
alkali-rich basalts which are common on the upper flanks and tops of seamounts,
ridges, and islands are apparently derived from the primary, oceanic tholeiitic "magma.

Basalt extruded in water depths of more than about 4000 m are apt to have little
or no pore space in the form of gas-induced vesicles because of high hydrostatic pressures;
the density of this material should be about 3.0 to 3.1 g/cc (Moore, 1965; Engel et al.,
1965). Figure 6 is reproduced from Moore's paper. These values are confirmed by the
studies of Manghnani and Woollard (1968): tholeiitic basalts have average grain densities
in the range of 3.0 to 3.2 (average: 3.05 g/cc; table 12), which would be the bulk densi-
ties of these rocks at, or near, zero porosities. If the postulates of sea-floor spreading are
true, basalts extruded on top of a ridge or rise, and moved into deeper water, would be
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Figure 6. Density of basalt vs. water depth of
magna extrusion (Moore, 1965).

more vesicular than if extruded at present water depths. The greater the vesicularity,
the lower the density and velocity (Manghnani and Woollard, 1968). However, most
centers of supposed spreading are deep enough that vesiculation would have been low;
for example, basalts extruded on top of the East Pacific Rise, at about 3000 m, should
have densities on the order of 2.96 g/cc, indicating a porosity of about 3 percent (Moore,
1965).

Basalts dredged from the deep-sea floor have high glass contents (Moore, 1965,
Engel and Engel, 1965). Manghnani and Woollard (1965) have shown that velocity
decreases with increasing glass content; and Manghnani et al. (1968) showed that velocity
in obsidian decreases with increasing pressure. This velocity decrease although small
(V = 5.715 - 0.018P;p in kilobars, velocity in km/sec) would contribute to lesser
velocities in the oceanic crust.

Basalts show anisotropic velocity relationships depending on mineral and vesicle
orientation, and porosity (Manghnani and Woollard, 1968; Balakrishna and Ramana, 1968).
The anisotropic relationship is of the order of 2 to 3 percent for the higher-density
basalts. A seismic-refraction, velocity measurement is parallel to the sea floor and normal
to the overburden pressure, and would be apt to measure any such anisotropic relation.
ship. Study of this anisotropic relationship, if it is present has not advanced enough to
determine whether the greater velocity is parallel or normal to the sea floor. In sedi-
mentary rocks the greater velocity is normal to overburden pressure and parallel with
bedding planes.

Table 12 is a resume from the excellent study of Hawaiian basalts recently com-
pleted by Manghnani and Woollard (1968). As these authors note, compressional-wave
velocities in these basalts at I atmosphere pressure cannot be used to estimate vclocities
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TABLE 12. LABORATORY MEASUREMENTS (1 ATMOSPHERE PRESSURE) IN
HAWAIIAN THOLEITIC BASALTS AND OTHER SELECTED SAMPLES.

Rock Type Grain Density Porosity V Vs VP Ref.*
(no. samples) Density (g/cc) (%) (m/sec) (m/sec) V,

(g/cc)

Tholeiite (14) 3.06 2.60 14.5 4490 2590 1.73 1

Tholeiitic
basalt (21) 3.00 2.58 14.1 4050 2530 1.60 1

Tholeiite
olivine
basalt (11) 3.05 2.44 20.0 3910 2370 1.65 1

Obsidian(1) - 2.36 - 5715 3526 1.62 2
(1) 2.35 5820 3570 1.63 3

Deccan
basalt
(mean values) 2.93 - 6330 2900 2.18 4

Mohole
basalt (1) 2.82 2.06 5760 2530 2.28 5

Basalt (1) 2.97 . 6480 3580 1.81 3

*References:
1. Manghnani and Woollard, 1968
2. Manghnani et al., 1968; Pressure = 1 bar
3. Woeber et al., 1963
4. Balakrishna and Ramana, 1968
5. Somerton et al., 1963; dry density

in basalts in the sea floor under water anl sediment hydrostatic and overburden pressures.
The surface of the oceanic crustal layer at water depths greater than 4000 m is under
water and sediment pressures on the order of 400 to 1000 bars. The temperature effect
on velocity in the upper oceanic crust should be small (see resumi by Nafe and Drake,
1968).

Figure 7 illustrates density-velocity relationships (regression lines) for higher-
density (>2.80 g/cc) Hawaiian basalts data from Manghnani and Woollard, 1968). At
zero porosity, the average density of tholeiitic basalts is about 3.05 g/cc; under a pressure
of I kb, the velocity is about 6.83 km/sec. This is close to the velocity estimated by
Woollard at 1 kb (1968: Curve B, 6.9 km/see). At 0.5 kb the velocity at 3.05 g/cc is about
6.78 km/sec. Rounded to the nearest 0.1, the velocity at born 0.5 and I kb is 6.8 km/
sec.

In areas where the first strong reflector is thought to be basalt, the low velocities
frequently measured (3.5 to 5.5 km/sec) are unlikely to represent basalt of varying poro-
sities because most of these basalts were extruded in deep water where their porosities
should be near zero. In this case, the low velocities cannot be related to the density-
velocity relationships which have been established for basalts and other rocks. For exam-
ple, off Hawaii an upper crustal velocity of 4.2 km/sec (Shor and Pollard, 1964) would
indicate a density of about 2.3 g/cc (Manghnani and Woollard, 1968). Given a value of
3.05 g/cc as the bulk density of minerals in tholeiitic basalt, a density of 2.3 g/cc requires
a porosity (vesicularity) of about 25 percent, which is unlikel because of the probable
water-depth of extrusion of the basaltic magma.
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Figure 7. Density vs. velocity in higher-

density (>2.8 g/cc) Hawaiian basalts at
various pressures. Data from Manghnani
and Woollard (1968).

As noted by Strange et al. (1965), Nafe and Drake (1967), Nayudu (1969), and
others, it is more likely that the upper surface of the oceanic crust is composed of basalt
in the form of flows, pillows, and fragmental material, with sedimentary material filling
cracks, fissures, and areas between pillows and flows. Photographs of the sea floor on the
East Pacific Rise (Bonatti, 1968), dredge hauls off Hawaii (Moore, 1965), and studies of
magma intruded into "deep-water" sediments such as those now exposed on Unalaska
Island (Snyder and Fraser, 1963; Moore and Fiske, 1969) indicate that subaqueous
basaltic magmas are apt to form pillows with sediment intercalated between them. In the
formations on Unalaska, the matrix between pillows is pepperite, a mixture of fragmental
volcanic material and sediment.

A refraction measurement of compressional-wave velocity is along the top of a
layer and parallel to the sea floor, and is not the interval velocity in the layer. Thus a
refraction measurement along the top of the oceanic crust should "integrate" or average
the velocities of all materials along the ray path in the same way as indicated by a
"normalized velocity or interval velocity curve" for a well log in a section composed of
alternating layers of shale and sandstone (e.g., Musgrave and Hicks, 1966, figs. 5, 7, 8).
If the upper oceanic crust is composed, in many areas, of flows and pillows of solid
basalt with sediment and fragmental material filling cracks, fissures, and "pore spaces,"
the velocity through this section should be directly related to velocity in the solid basalt
and in the intercalated material.

Given a refraction measurement of velocity along the top of a layer composed
of basalt and sedimentary material (sediment and sedimentary rock), it should be possible
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to compute the relative amounts of each material in the section, if reasonable values
for velocity in each material can be assumed. This method employs tl' ,quation

V I + V 2 t 2 = V3t 3

where

V, and t I = velocity and time in basalt

V2 and t2 = velocity and time in sedimentary material

V3 and t3 = measured velocity and time (seismic refraction) in the section

t + t 2= t 3; let t 3= sec; t l +t2 = 1,and t2 = ( l - t)

then

V t +V 2 (1 -t)=V3;tl V I - V 2

Distance traveled in (or relative amount of) basalt = VIti

Distance traveled in (or relative amount of) sediment = V2t 2 = V2 ( - td

Table 13 has been computed by this method, plus the assumptions:

1. The layer is a mixture of basalt, basalt fragments, sediments, and sedimentary
rock at a water depth of 5000 m; no sediment cover;

2. Properties are: basalt velocity and density are 6.8 km/sec and 3.05 g/cc, sediment
velocity and density are 1.7 km/sec and 1.8 g/cc, and section velocities from seismic refrac-
tion measurements are known (first column).

TABLE 13. RELATIVE AMOUNTS AND PROPERTIES OF BASALT AND
SEDIMENTARY MATERIALS IN BASALT-SEDIMENT SECTIONS.*

Amount (%)
Compressional Density, Shear
Velocity, V p Basalt Sediment Section Velocity, V.

(kin/sec) (g/cc) (km/sec)

3.50 69 31 2.66 2.02

3.80 74 26 2.72 2.20

4.00 77 23 2.76 2.31

4.20 79 21 2.79 2.43

4.50 83 17 2.84 2.60

5.00 88 12 2.90 2.89

5.50 92 8 2.95 3.18

*See text for method of computation and assumptions.
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Given the relative amounts of basalt and sedimentary material, the density of the
section can be computed (table 13) with assumed values (as above) for density in each
material: average density = volume of basalt (density of basalt) + volume of sediment
(density of sediment).

The shear-waie velocities in table 13 were computed with a representative ratio:
Vp/V s = 1.73, which has been reported for the top of the crust in the Atlantic (Houtz and
Ewing, 1963), and in Cascadia Basin (Shor et al., 1968).

It should be reiterated that velocities in the range considered (3.5 to 5.5 km/sec)
can also represent sedimentary rock, and that the preceding reasoning and ccmputations
apply only to areas where the layer in question is known to be mostly "basaltic"; for
example, on the East Pacific Rise, the Mid-Atlantic Ridge, or where the rock layer under a
layer of sediment has been traced to adjacent hills or ridges.

Crustal Densities

Assuming that the previously developed line of reasoning and computations are
reasonable generalizations, the density of crustal sections and the whole crust can be com-
puted, given velocity measurements and thicknesses of the layers, and assuming reasonable
velocities and densities for the basalt and sedimentary material. The implied assumption
is that the oceanic crust is composed of basalt flows and pillows and intercalated sedi-
mentary materials at the top, increasing amounts of basalt relative to sedimentary mater-
ial at deeper levels, and of solid basalt in the lower levels (with all layers under increasing
pressures). It is interesting to note that the velocity value selected for solid basalt
between 0.5 and I kb (6.8 km/sec) is a commonly measured velocity value for "Layer 3,"
the bottom layer of the oceanic crust; small, measured variations in these velocities, of the
order of a few tenths of a km/sec, may represent small compositional variations and/or
responses to varying overlying pressures. This reasoning and the computations in no way
deny the possibility that the lower oceanic crust is serpentinized peridotite (Hess, 1955,
1964) because the velocities in this type of material at I and 2 kb (Birch, 1961, 1964;
Simmons, 1964) are too close to the velocities in basalt to differentiate the rock type.

Some oceanic crustal densities were computed by using the method discussed in
the previous section for each layer, and then summing the layer contribution to crustal
density from its percent of total, crustal thickness. Assumed basalt properties were 6.8
km/sec and 3.05 g/cc, and assumed, intercalated sedimentary properties were 2.2 km/sec
and 2/0 g/cc. Results were:

I. Hawaiian Arch (Sta. 29, Shor and Pollard. 1964) .............................. 2.96 g/cc

2. East Pacific Rise (Sta. C.20, Raitt, 1956) ............................................ 2.99

3. Mid-Atlantic Ridge (Talwani et al., 1965), including sediment3 at
appropriate velocities and densities:

a. West flank

Sta. A 180-1 ............................................................................. 2.88

Sta. A 180-2 ............................................................................. 2.78

b. East flank

Sta. VI0-8 ................................................................................. 2.91
Sta. V 10-9 .............................. ... ............................................... 2.90
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All these oceanic crustal densities are greater than currently accepted and used in
these areas for gravity studies.

As previously noted, a seismic refraction measurement of velocity is at the top
of a layer and is not the interval velocity. There is undoubtedly a positive velocity
gradient in the upper oceanic crust because of pressure. To use the surface velocity as the
interval velocity results in computations of layer thickness which are too small. However,
when a depth in the crust is reached where there is igneous rock at zero porosity, the
increase of velocity with expectable pressures is probably small (Simmons and Nur, 1969).

The author offers this type of computation of crustal density merely as an inter-
esting speculation; there are too many imponderables to defend it. However, there seems
a reasonable possibility that the uppermost surface of the crust is composed of pillows
and flows of basalt at, on, near, zero porosity, with intercalated sediments and sedimentary
rocks-in which case, computations of relative amounts of basalt and sedimentary mater-
ials, and average densities, may be reasonable.

VELOCITY GRADIENTS

Introduction

The emphasis in this report has been on velocities and related properties in the
sediment surface. The geophysicist and underwater acoustician require the gradients of
velocity with depth in the sediment. All sediment and rock layers have such gradients,
and it would be incorrect to assume that a layer of any appreciable thickness is isovelocity
with depth: it would also be incorrect to use the sediment surface velocity to compute ray
paths, true thicknesses of layers, and other factors involving sound propagation within
layers.

It is possible to approximate velocity changes with depth in the sea floor by
corrections to surface velocity caused by overburden pressure, reduction of porosity,
temperature increases with depth, and a number of other complex and interrelated factors
(Hamilton, 1959, 1964). However, at best, these approximations are always tenuous. It
is much better to use layer interval velocities and velocity gradients measured in situ in the
sea floor. At present, the simplest method for such measurements involves the use of
expendable sonobuoys.

The relatively new technique of velocity measurements with expendable soro-
buoys has been described by Le Pichon et al. (1968), and will not be reviewed here. The
results of sonobuoy measurements in the Atlantic and adjacent areas, and in the central
Pacific, have been recently summarized in excellent papers by Houtz et al. (1968) and
Ewing et al. (1969). Some of these results are listed in table 14, illustrated in figure 8, and
discussed below. The expendable-sonobuoy technique has been used by Scripps Institu-
tion Ynd NURDC (reports in preparation).

Velocity gradients are usually expressed as an increase in velocity per linear
increase in depth, or sec" . In upper levels of deep-water marine sediments these gradients
are positive, and usually between 0.5 and 2.0 sec" I (Ewing and Nafe, 1963).

In the discussion in this section, several velocities are involved: (I) instantaneous
velocity, V, is the velocity of a compressirnal wave at any given depth or travel time within
the sediment body (hereinafter. also referred to as "velocity"), (2) mean velocity, or
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TABLE 14. LINEAR VELOCITY GRADIENTS TO INDICATED
SEDIMENT DEPTHS.

Area Gradient Sediment Depth Remarks
(sec-t) I (m)

Atlantic (Houtz et al., 1968); sonobuoys

1.291 0 From parabolic regression

1.153 78 equations for sonobuov
data: this report. eqns.

1.031 160 Ii, 12, 15, and 16.

0.850 334

0.733 517

Gulf of Mexico (Houtz et al., 1968); sonobuoys

1.134 0 ' From parabolic regression

1.089 79 equations for sonobuoy
data: This report, eqns.

1.031 163 13, 14, 15, and 16.

0.948 345

0.877 543

Equatorial Pacific (Ewing et al., 1969): sonobuoys

1 (1.85) 1 (168) Estimated by author.

Gulf of Mexico (Musgrave and Hicks, 1966): well logs

Shale section (0.6) (152) Computed by author from

Shale and sandstone (1.0) 1 (152)f figures 5 and lO in ref.

interval velocity, V, is the average velocity for an interval or layer, and (3) sediment-
surface velocity, V0 , is compressional-wave velocity in the sediment just below the water-
sediment interface. V0 is plotted on diagrams of velocity vs. depth or time, at depth or
time equal to zero.

There are several ways to construct diagrams showing the variations of these
velocities with depth or time: (1) instananeous velocity vs. refl,:ction time (two-way
travel time within the sediment). (2) instantaneous velocity vs. one-way travel time,
(3) instantaneous velocity vs. depth within the sediment body. (4) interval (mean) velo-
city vs. one- or two-way travel time, or (S) interval velocity vs. depth. The curves in
figure 8 are from Houtz et al.. (1968) and Ewing et al. (1969) and are plotted with ore-
way travel time for the reasons discussed in those reports.

In reducing sonobuoy data, the interval velocity, . is derived for one or more
layers: after the true thicknesses. h, of the layers have been computed (haVt: I a one-way
travel time), a plot of instantaneous velocity (velocity at any given depth or time) can be
constructed by plotting the interval velocity at a depth (or time) equal to one-half the
depth interval or time. Methods of construction and corrections to these plots were dis-
cussed by Houtz et al. (1968).
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Figure 8. Instantaneous velocity. V. and mean (interval) velocity. V, v&. one-way travel timne, t.
in Atlantic and Gulf of Mex~ico sediments; V vs. I on Coral Sea and Fquatorial Pacific sediments
(Houtz etl .. I 93: wingeteLi. 1969).

One-way travel time in a sediment or rock layer can be measured directly from a
reflection record. The recorder is usually set to read in fathoms at a water spieed of 1463
rn/sc (4800 fl/sec). Two methods of meaisuring one-way travel time are: (1) measure.
from the record, the apparent thickness of the layer in fathoms and convert fathoms to
time (seconds) by the relationship: I fathom - 0.00125 second, or (2) note on the top and
bottom of the record the one-way travel time in seconds, and measure time directly.

In constructing generalized curves of velocity vs. depth or time. using sonobuoy
data, the problem arises as to what velocity should be used at time or depth equal to zero.
or. extpressed as a question: what is a good. average value of the velocity at the sediment
surface' This problem occurs because the first interval velocity derived from sonobuoy
data is at the midpoint of hefirst lay-!r. Houtz and Ewing (1964), Houtz et #1 (1968),
and Ewtng et A. ( 19%9) used 1520 rn/sec for the sedtment-surface velocity. This value
was sele%:ted as the result of wide-antle reflection measurements in the Atlantic at three
stations where the water depth averaged 5380 m (Houtz and Ewing. 1964). This value
(I1520 m/sec) is also a good general choice for much of the Pacific where about 62 percet
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of the sea floor is at water depths between 4000 and 6000 m (Menard and Smith, 1966).
The bottom-water velocity in the Central Pacific at 5000 m is about 1542 m/sec. A sedi-
ment-surface velocity of 1519 m/sec is derived by using the ratio, velocity in sediment/
velocity in bottom water, for abyssal-hill pelagic sediment (0.985; table A-2). However,
the sediment-surface velocity is closely linked to the bottom-water velocity through the
velocity ratio (discussed in the section "Velocity"), and the bottom-water velocity varies
with water depth. The amount of these variations can be approximated for abyssal silt.
clays in the Central Pacific by multiplying the average velocity ratio (0.985) by the
bottom-water velocity (table 1): at 3000-m water depth, a sediment-surface velocity of
1485 m/sec (rounded to the nearest 5 m/;ec) should be used; at 4000 in, 1500 m/sec; at
5000 m, 1520 m/sec: at 6000 m, 1535 m/sec. Thus, for given regions the generalized
curve of velocity vs. depth or time should pass through different sediment-surface velo-
cities (at depth or time equals zero), depending on the average ratio and average depth
of water in the area.

In areas of turbidite deposition, the smooth, velocity curves (e.g., fig. 8) are
"integrating" or averaging many abrupt changes of velocity in low-velocity, silt-clay layers
and higher-velocity, sand-silt layers. These smoothed curves are of chief utility in deriving
the true thicknesses of sediment or rock layers in which true reflection time has been
measured by reflection surveys. For several purposes of underwater acoustics, more
detailed curves (e.g.. from velocity measurements in a core), which show departures form
these generalized curves, are necessary in turbidite sections

Nonlinear Gradients

Most velocity gradients are nonlinear if followed to sufficient depths within the
sediment body (fig, 8). Houti eel. (1968) described the gradients in the Atlantic and
the Gulf of Mexico with polynomial equations of the type: veltcity. 1'= A + Rt + 0' +
DO, where I is one-way travel time within the sediments. These curves are regression
equations which fit the corrected interval.velocities of a large number of sonobuoy
mesurem..!nts.

The curves of velocity vs. one-way travel time (fig. 8) are composite curves for
four generel areas. For the Atlantic and Gulf of Mexico (lloutz et at.. 1968). both
instantaneous velocity, and interval or mean velocity vs. one-way travel time are shown
for, mostly. terriltenous sediments. The curves for the ('oral Sea and Equatorial Pacific
(Ewing et a., 1969) represent instantaneous velocities in %,ahcareous sediments. No
equations were given for the Pacific curves (a more detailed paper is in preparation). The
equations for the Atlantic curves (Houti, et al.. 196K. p. 2636, table 2) are

V m 1.5199 + 1.9628 - 3.4692it + 3.764,' (I I)

i'" 1.5199 + 0.88I -0,878i1 + 06311911 (12)

The equation for the Gulf of MeyKco curves (llouti i ea. 1%8) ar

V" 1.5207 # 1.7241 t- 0.4679t, -O.t0021 (13)

V- 1.5.')0 1.10721 - 0.4906 + 0.098.13 '14)
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Linear Gradients

In the upper paris of sediment layers, the water-sediment interface velocity
gradient for nonlinear curves ( = 01 can be used as a linear gradient to shallow depths wilh
little error (examples below). Serious efors can occur in thickness computations and
instantaneois veiocitis at greater depths unless parabolic curves or equations are used.

At any depth (or any one-way reflection lime ' within sediment layers, an average
linear gradient %:an be determined from the parabolic equations for an established .t-. e

(Houtz et al.. 196W. eq. 3) by

average gradient = I V - I'0 )lh (16)

where

V" = instantaneous velocity at time i

I0 = velocity at sediment surface ( = 0)

h = layer thickness at time t

Table 14 lists gradients at I = 0, and average linear gradients to stated depths,
from the nonlinear curves for the Atlantic and Gulf of Mexico (|loutz e al., 1968).

If only one sonobuoy determinalion of interval velocity in one layer is available,

a linear gradient. a, can be found by

((I-
a (V - 1, 0 (17)

where

= mean or interval velocity

V0  in situ sediment surface velocity determined as discussed
in section -Velocity"
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h = laver thickness determined by: h = Vt: where I equals one-
way travel time in the section.

As an example 'the construction of a linear gradient from a one-layer interval
velocity detemination, a gradient was computed for Pacific pelagic sediments (probably
calcareou,) in an area southeast of Hawaii (Htoutz et al., 1968, table I, fig. 12, V24-25).

The information may be tabulated as follows.

Station Upper Reflection Lower Reflection Interval Velocity Water Layer Reflection
Time (sec) Time (sec) (m/sec) Time (sec)

V24-25 6.059 6.577 1807 6.059

From which were derived:

I. one-way travel time in the layer: t = (6.577 - 6.059)/2 = 0.259 sec

2. thickness of layer, h Vt = 468 m

3. true water depth:

a. one-way travel time = 6.059/2 = 3.0295 sec

b. echo-sounder depth = 3.0295 sec (1463 in/sec) = 4432 in

c. water interval velocity: from Mathews Tables (NAVOCEANO 1966) =

1502 m/sec

d. true water depth = t (water interval velocity) = 4550 in

4. in situ sediment surface velocity, V0 (see discussion in section "Velocity"):

a. bottom-water velocity at true water depth = 1534 m/sec

b. sediment surface velocity, V = 0.985 (1534) = 1511 m/sec

The linear velocity gradient at this section was then determined with equation
17:

a = (1807- 1511)/234 = 1.265 sec - I

If the interval velocity for more than one layer has been determined, a single
curve of velocity vs. depth or time can be constructed using the procedure outlined by
Houtz et al. ( 1968). It may or may not be linear.

Given a linear gradient, a, the sediment surface velocity, V0 . and one-way travel
time, t, the thickness of a layer can be computed (loutz and Ewing, 1963) by

h = Vo(e"I- I)/a (18)

This is a very useful equation because V0 can be closely estimated, and one.way
travel time in a layer can be measured from a reflection record: and, as discussed in this
section, the velocity gradient can usually be reasonably estimated.

When the velocity gradient is linear, the instantaneous velocity, V, at depth, h.
is (Hloutz and Ewing, 1963):

V = Vo+ah (19)

Some linear gradients for various areas are summarized ;n table 14.
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hCLIS CItit liic% tin ;i(n cois icl jlI Ieratitic to Lvsiimc j valIute fo r thIe
initerv velou w ti ki ell-sea wcdIiiUIn\ Wi1(11 Is USUalik ton high. (omiiinm a~suinptioiis
are 2000 11 in set (which is cmnrvCn1irl ill comiputations I or. for thle Pacif~ic. 2 150 ill/sec.
which was ani old, average valuk, 1-3sed on "unpublished estiniates of velocities determined
tromi scisi c reflection profiles" in the Pacific ( Raitt, 1956). Now that interval velocity
arid sedimiem t -skirface velocity informnation is available, this type of assumption should be
abandoned in favor of actual ineasuremrents or more realistic estimates arid assumptions.
For example ( ii the case of a measurement), at Station V24-25 (11oot-,. et al. 1968), dis-
cnssed above, onie-wav travel time. t, in the pelagic sediment layer was 0.259 sec. Assumi-
ing that sedimient interval velocity is 2150 il/sec yields a sediment thickness (h = Vt) of
5 57 i n: i f 2000 mn'sec is assumed, li =5 18 in. Tile correct value of interval velocity is
1807 in/sec. and(. the thickness is 468 inl. Tlit- least difference between assumptionus and
mecasurement is 50 !n.

At thle present tinie there is a large amiount of acoustic retlection data fromi
which one-way travel timec in sediment layers can be measured. Given one-way travel
time, interval velocities lor velocity gradients and sediiient surface velocities) are required
to compute true thicknesses of layers-, and interval velocities are usually not available.
Rather than assumling interval velocities (such ats 2000 or 2 150 inl/see), it is better to

I- estimate a sediment surface velocity using the miethiods oif this report (section,

2. assumie a velocity gradieint based onl that for similar sediments elsewhere, arid

3. compute th ickness. h, with equationl 18.

As anl example of the "error' in thickness involved in the alternative methods.
above, assume:

I.- that a layer is abyssal-hill pelagic clay in the Central Pacific,

2. a measurement of one-way travel time, t= 0.1 see, in the sediment layer, arid

3. true water depth = 5000 in.

If 2 150 tn/sec is assumed as interval velocity, V, the thickness of tbe layer
(h 5*)is 2 15 in.

Using the recommended procedure:

I . Determine the velocity in the bottom water', central Pacific at 5000 in: 1542

2. Sedimnent surface velocity, V0  0.985( 1542) =15l19 (round tio 1520 il/sec),

3. Assuwne the velocity gradient is 1.0 sec- (discussion below), and

4. Layer thickness. h z VO(edt I )/a (eq. 18): 160 in: if a gradient of 1 .3 sec-
(wirface gradient Atlantic, table 14) was assumed. hn 162 in.

The difference between the thickinesses computed by assuming an interval
velocity of 2150 mlswc (215 in) and that resulting fromt more realistic estimates (about
160 in). is about 55 in: which is a significant difference in studies of rates of seditnenta-
tior.. and other aspctws of geologic history.

Serious error% in computed layer thicknesses result if a surface, linear-velocity
gradient is used for thitck sections (high values of 1), because the velocity vs. time or depth
curves are parabliolic and gradients decrease with increasinig depth in the sediments (table
W4; fig, 9). For example. in the Gulf of Mexico. in a section ir. which nn-way travel time



I% 1 -0 sec. thcI 'tic" IIIhcknlcs (I -ong thIei equai 1,t:r Ibe parabhh iirsc tor mea it
veluocity. T,. is 2235 mi. A thickness ift 2826 rra I, cmnptld if [lie~ %urfac:e gradiaent at
t =f 0 1 134 swc I% isued II lihe linear equation ( 18).

Selection of Velocity Gradients

Fo r anl a rea in wh ih no vet. o.it -erad :nt infi' rmiat ion i-, available. tile problem
is to) estimate a reasonable gradient hased -,it r:diint aN imilar sediment% elsewhere.
The unpublished interval %velotities and vclojis% gradients, dterrained from' NI. RDC and
Scrifps lInst it ut io n soni 'o is Ileasuj Ferlnent % In thle Pac al':c ( repo is In preparatitin are
fin gv.iit! agrcement with thle velocitv data puhlishied by lte Laniont-Dolhcrtv grou p
(flout/ ef al.. 1 9(8: L'Wiaig ei atI. I O)b. Co nseqtieiiI1 uint il dle rcsults of numnerouis
additional mneisurements at [lie threz. institutions are available, thle following velocity
gradients (or estimated gradients) are rec.ommended for use :itlte Pacific and ad-jacent
areas.

TERRIGENOUS SED)IMENTS

fit terrigeiious sedimenits (including turbidites) it is recomminended that lte curves
and equations established for the Atlantic and Gulf of Mexico be uised for thle Picific.

For areas ntear thc base of the continrental slope use the data fromt the Gulf of Mexico.
For deep-sea areas far:her away, use the Atlantic data (ito :about t = 0.5 sec). For thick
sections it > 0.5 sec) Puse lte parabolic equations for thfe Gulf of Mexico. InI some general
studies, or where layers are relatively' thin. and in] Some acoustic studies involving thle
uipper tens of meters of sediments, it may be desirable or convenient to use a l inear
gradient. Inspection of lte equations and curves for the Atlantic arid Gif of Mexico
indicates that a gradient of I .0 sec canl be lised with neglig~ible error ito depths of about
160 in. or one-way travel ,fime (if0. 1 sec. Other. average linear gradients in Atlantic and
Gulf of Mexico sediments, at given une-way travel times are listed in) table 14.

CALCAREOUS SEDIMENTS

The curves of figure 8 front thle Coral Sea and E~quatorial Pacific (hEwing et a..
1969) were based onl measurements ill dominatl v calcareous sediments. For other areas
prcbunied to be calcareous. the Equatorial Pacific curve canl be used to about t 0.25 sec.
At greater values oif 1. thve Coral Sea curve call be used (to about t =0.5 see). Linear
velocity gradients can be approximated (pending publication oif mean-velocity and
instantaneoums-velo~itv regression e~quations) b%

(V = - V 0)/ V1

where

V = instantaneous velocity at tite I

V' = surface velocity (given: 1520 il/see)
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I'. (1 + I o).,

one-wa travel time it the layer

In general, a gradient of 1.9 sec I call be used to about t = 0. I sec for calcareous
sediments, and 1.5 sec- I to about t = 0.2 sec. At t > 0.2 sec, where there is no indication
of high-velocity layers at depth, the Corl Sea curve should be used.

PELAGIC CLAY

Data are insufficient to establish velocity gradients in deep-sea pelagic clay in
the Pacific. Many of the measurements in the Atlantic were in this type of sediment:
therefore, pending further studies, a linear gradient of 1.0 sec- I can be used for these
relatively thin layers. A sediment thickness chart of the North Pacific indicates that the
sediment layer in the central basin (excluding the relatively thick calcareous sediments of
tie equatorial area) has a two-way reflection time of less than 0.1 sec (Ewing eta.. 19691.

Sound Channels in Surficial
Deep-Sea Sediments

During studies of seismic-refraction measurements in the Atlantic. lersey cIal.
(1952), Officer (1955), and Katz and Ewing (1956) noted a constant-frequency arrival
at long ranges which was interpreted as refracted along the ocean floor, possibly within
a layer of low-velocity sediment. Katz and Ewing received these constant-frequency
arrivals between 30 and 100 Hz at ranges of 40 to 50 seconds 159 to 74 kin) and at a
travel time of the first reflection. Subsequent information on in site sediment surfLce
velocities :ind gradients indepCndcntly verify that such sound channels should be present
over very large areas in most of the world's oceans.

As noted in preceding sections. compressional-wave velocities in surficial deep.
water silt-clays are typically less than in the water just above the sea floot (e.g.. I-I/2
percent less in abyssal-hill silty clay). This phenomenon. together with the velocity
gradients noted in the preceding section, produces a small sound channel at tile top of

the sediment section.
Assuming average values of bottom-water and sediment velocitie, and atn

expectable, average range of velocity gradients. figure 9 indicates the expectable dimen-
sions of typical sound channels at water depths of 5000 in in the central Pacific in an
area of homogeneous silty clay. The height of the sound channel varies from about I5
to 46 in, as the sediment velocity gradient varies between 1.5 and 0.5 e 1 These
thicknesses compare with these estimated for the Western Atlantic by Kat and Ilwmg
(1956): 5 to 50 meters. and those estimated at the Guadalupe Prelmonary Mohole Site:
20 to 45 meters (Hamilton. 1965).
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APPENDIX:
SUPPORTING DATA FOR USE IN PREDICTION

OF IN SITU PROPERTIES

Parts I and II of this report included so'ie tabulated data which are essential in
r!'e prediction of in situ properties. As it is intended to make each of tile three parts
self-contained, some of these data are reproduced here. Tables A-] and A-2 appeared in
TP 143: tables A-3 and A4 are from TP144.

Table A-5 lists hydrostatic seawater pressures at various depths. temperatures,
and salinities (from Wilson, 1959). Such tables are not commonly found in the literature.
Because of local interest, table A-6 lists various water properties with depth in the San
Diego Trough (about 15 nrni west of San Diego). Although surface-water properties vary
seasonally, the properties listed at deeper depths (below about 150 nl) remain relatively
stable.
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TABLE A-5 CONVERSION OF IPTHI TO PRESSURF

j-S =34A.O : = 9916eT~ta. .. D.intmP .Tm

f ) 0 100 200 300 400 500 &M) 700 no 900

0 0 1.03 11.31 21.59 31.X7 42.17 52-46 62-16 73.06 93.3 93.-9

1000 104.01 114.33 124." 134.99 145.33 155.67 16 .0 176.37 IN.73 197.69
2000 207.45 217.A2 22.20 23.5R 248.96 259.35 Y%9.74 n0.14 -9P54 30095

3000 311.36 321.78 332.20 34262 .53.05 363-49 33.93 334.37 3941,2 406.2!

4000 415.73 426.19 436.65 44.12 4157.60 463.08 47.06 49905 499,.4 51004

5000 520.54 531.05 541.56 552.(17 562.59 573.11 583.64 594.17 604.71 615.2-

6000 625.79 636.34 646.90 657.46 66B.02 671.59 689.16 699.73 710.31 7-019

7000 731.48 742.07 752.67 763.27 773.38 734.49 795.10 V52.'2 316.34 826.9?

8000 837.60 848.23 858.87 R69.51 U0. 16 R90.91 901.47 912.13 922.79 933.46
9000 944.13 954.81 %5.49 976.17 986.86 997.55 100.25 1018.95 10..6 104037

10 0 1.03 11.30 21.57 31.84 42.12 52.40 62.69 72.98 33.26 93 53
1000 103.88 114.19 124.51 134.82 145.15 155.47 165.31 176.14 136.43 196.83
2000 207.18 217.53 227.89 238.26 248.62 258.99 269.37 279.75 290.14 300.52
3000 310.92 321.32 331.72 342.12 352.53 362.95 373.37 383.79 394.22 40.65
4000 415.09 425.53 435.97 446.42 456.88 467.33 477.80 43.-26 498.73 509.21
5000 519.68 530.17 540.65 551.14 561.64 572.14 582.64 593.15 603.66 614.17

6000 624.69 635.22 645.75 656.28 666.81 677.35 687.90 698.44 709.00 719.55
7000 730.11 740.68 751.25 761.82 772.39 782.97 793.56 894.15 814.74 825.33
8000 835.93 846.54 857.15 867.76 878.37 888.99 899.62 910.24 920.13 931.51
9000 942.15 952.79 963.44 974.09 984.75 995.40 1006.07 1016.73 1027.40 1038.08

200 0 1.03 11.28 21.52 31.78 42.03 52.29 62.56 72.83 83.10 93.38
1000 103.66 113.95 124.24 134.53 144.83 155.14 165.44 175.75 186.07 1%.39
2000 206.72 217.04 227.38 237.71 248.05 258.40 268.75 279.10 289.46 299.82
3000 310.19 320.56 330.93 341.31 351.69 362.07 372.46 382.86 393.26 403.66
4000 414.06 424.47 434.89 445.31 455.73 466.15 476.58 487.02 497.45 507.90
5000 518.34 528.79 539.24 549.70 560,16 570.63 581.10 591.57 602.05 612.53
6000 623.01 633.50 643.99 654.49 664.99 675.49 686.00 696.51 707.02 717.54
7000 728.06 738.59 749.12 759.65 770.19 780.73 791.27 801.82 812.37 822.93
8000 833.49 844.05 854.62 865.19 875.76 886.34 896.92 907.51 918.10 928.69
9000 939.29 949.89 960.49 971.10 981.71 992.32 1002.94 1013.56 1024.19 1034.81

300 0 1.03 11.25 21.46 31.68 41.91 52.14 62.37 72.61 82.85 93.10
1000 103.35 113.60 123.86 134.12 144.38 154.65 164.93 175.21 185.49 195.77
2000 206.06 216.35 226.65 236.95 247.26 257.57 267.88 278.20 288.52 298.84
3000 309.17 319.50 329.84 340.18 350.52 360.87 371.22 381.57 391.93 402.29
4000 412.66 423.03 433.40 443.78 454.16 464.54 474.93 485.32 495.72 506.12
5000 516.52 526.93 537.34 547.75 558.17 568.59 579.02 589.45 599.88 610.31
6000 620.75 631.19 641.64 652.09 662.54 673.00 683.46 693.93 704.39 714.86
7000 725.34 735.82 746.30 756.78 767.27 777.76 788.26 798.76 809.26 819.77
8000 830.28 840.79 851.31 861.83 872.35 882.87 893.40 903.94 914.47 925.01
9000 935.56 946.10 956.65 967.21 977.76 988.32 998.89 1009.45 1020.02 1030.60

*From Wilson (1959, table VIII). Wilson has similar tables for salinities 33.0 to 37.0 ppt.
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TABLE A-5 (Continued)

h. S = 35.0 'oo:g980.605 cm/sec/sec. (T, °C; D, mneters; P, kg/cm2 )

7 D 0 100 200 300 400 500 600 700 800 900

1I 1.03 1132 21.61 31.90 42.20 52.50 62.81 73.12 83.44 93.76

300 10409 %14.42 124.75 135.09 145.44 155.79 166.15 176.50 186.87 197.24
2000-W2.61 21".99 22&.37 238.76 249.15 259.55 269.95 280.35 290.77 301.18

3000 M O1.60 322.02 332.45 342.88 353.32 363.76 374.21 384.66 395.12 405.58
4000 416.04 426.51 436.99 447.46 457.95 468.43 478.92 489.42 499.92 510.42
5000 5-2093 531.45 541.96 552.49 563.01 573.54 584.08 594.62 605.16 615.71
6000 626.26 636.82 647.38 657.95 668.52 679.09 689.67 700.25 710.84 721.43

'003J 732.03 ?42.63 753.23 763.84 774.45 785.07 795.69 806.31 816.94 827.58
9000 31.2 X948.6 859.50 87O.15 880.81 891.47 902.13 912.80 923.47 934.14

9000 944.82 955.51 966.20 976.89 987.58 998.28 1008.99 1019.70 1030.41 1041.13

I0°  0 .03 11.31 21 58 31.86 42.15 52.44 62.73 73.03 83.34 93.64

1000 103.96 114.28 124.60 134.92 145.25 155.59 165.93 176.27 186.62 196.97

2000 207.33 21769 22&06 238.43 248.80 259.18 269.57 279.95 20J0.35 300.74
3000 311.14 321.55 331.96 342.37 352.79 363.21 3?3.64 384.07 394.51 404.95

4000 415.39 425.94 43'6.29 446 75 457.21 467.67 478.14 488.61 499.09 509.57
5000 520.00 530.55 541.04 551.54 562.04 572.55 583.06 593.57 604.09 614.61

6000 6253.14 635.6? 646.21 656.74 667.29 677.83 688.39 698.94 709.50 720.06

7000 730.63 741.20 7531.78 762.36 772.94 783.53 794.12 804.71 815.31 825.91
4000 136.52 847.13 857.75 868.37 878.99 889.62 900.25 9!0.88 921.52 932.16
9000 942.1 953.46 964.11 974.77 985.43 996.10 1006.77 1017.44 1028.12 1038.80

le 0 10-3 11.28 21.54 31.80 42.06 52.33 62.60 72.88 83.16 93.44
1000 103.73 114.03 124.32 !34.63 144.93 155.24 165.56 175.88 186.20 19C.53

200 206.86 237.19 227.53 237.88 248.22 258.58 268.93 279.29 289.66 300.02

3000 310.40 320.77 331.15 341.54 351.93 362.32 372.72 383.12 393.52 403.93
4000 414.34 424.76 435.18 445.61 456.03 466.47 476.90 487.34 497.79 508.24
5000 518.69 529.15 539.61 550.07 560.54 571.01 583.48 591.96 602.45 612.93

6000 623.42 633.92 644.42 654.92 665.43 67594 686.45 696.97 707.49 718.01
7000 728.54 739.08 749.6! 760.15 770.70 781.24 791.79 802.35 812.91 823.47
8000 834.04 844.61 855.18 865.76 876.34 886.92 897.51 908 20 918.70 929.30

9000 939.90 950.50 961.11 971.73 982.34 992.96 1003.59 1014.22 1024.85 1035.48

300 0 1.03 12.25 21.48 31.70 41.94 52.17 62.41 72.66 82.90 93.16
1000 103.41 113.67 123.94 134.20 144.48 154.75 165.03 175.32 185.60 195,90

2000 206.19 216.49 226.79 237.10 247.41 257.73 268.05 278.37 288.70 299.03
3000 309.36 319.70 330.04 340.39 350.74 361.09 371.45 381.81 392.17 402.54

4000 412.91 423.29 433.67 444.05 454.44 464.83 475.23 485.62 496.03 506.43

5000 5316.84 527.25 537.67 548.09 558.51 568.94 579.37 589.81 600.24 610.68

6000 621.13 631.58 642.03 652.49 662.95 673.41 683.88 694.35 704.82 715.30
7000 725.78 736.26 746.75 757.24 767.73 778.23 788.73 799.24 809.75 820.26
8000 830.77 841.29 851.81 862.34 872.87 883.40 893.94 904.47 915.02 925.56

9000 936.11 946.66 957.22 967.78 978.34 988.91 999.48 1010.05 3020.62 1031.20

*From Wilson (1959. table IX)

69



TABLE A-6. SAN DIEGO TROUGH: WATER PROPERTIES WITH DEPTH*

Depth Temp. Salinity Velocity Pressure Density
(m) (C) (ppt) (ft/sec) (m/sec) (kg/cm 2 ) (g/cc)

0 15.08 33.46 4940.13 1505.76 1.0332 1.024833

!1 14.99 33.46 4939.78 1505.65 2.1592 1.024902

31 14.80 33.46 4938.86 1505.37 4.2068 1.025033

56 12.58 33.45 4916.07 1498.42 6.7671 1.025594

66 12.26 33.57 4913.51 1497.64 7.7917 1.025794

76 11.83 33.60 4909.29 1496.36 8.8164 1.025945

91 11.31 33.62 4904.20 1494.80 10.3537 1.026125

106 11.14 33.78 4903.70 1494.65 11.8913 1.026348

126 10.60 33.84 4898.70 1493.13 13.9419 1.026583

151 10.03 33.95 4893.74 1491.62 16.5058 1.026883

201 9.63 34.15 4892.46 1491.23 21.6356 1.027335

301 8.96 34.27 4890.19 1490.53 31.9010 1.027998

401 7.48 34.25 4876.99 1486.51 42.1732 1.028676

500 6.68 34.26 4872.10 1485.02 52.3492 1.029258

6S0 5.73 31.34 4868.10 1483.80 67.7789 1.030148

800 4.96 34.38 4866.13 1483.20 83.2219 1.030977

949 4.36 34.43 4866.33 1483.26 98.5747 1.031784

1100 3.84 34.46 4867.58 1483.64 114.1462 1.032573

Batd on Name cast from RIV ARGO. Scuippe Inst.. 4 January 1962. at 32040' N. Lat.,
I 17'37 ' W. Loq.n I oam Millet NURDC,
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